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Performance Characteristics 
Frequency Range-C to 500 MHz 
Operating Vollage, Max.-
275 vac rllls @ sea level 
Terminalian Resistance, Max. 
Centec Contact-6 O milliohms 
Outer Gontael -3.0 milliohms 
lnsutation Resistance, Min.-
5,000 rreQolmrs@ ~00 ~·de 
Dielectric Withstanding Voltage­
Sea Lev~I-ROO \/olts rns 
30,000 ft [9,1 44 m]-525 volts rms 
70.001) lt [2· .2.36m]- 275 volts rms 

VSWR to 500MHz, Max. 

Pin/Socket VSWR 
Strargh!,ISlra Q hl 1 30 
R i ght -Angle/Straigh· 1 35 
Rr ght-Angle/R ighl-A n~ Ie 1.40 

Straight Contacts 

RF Coax eonnectors 

Size 8 Contacts 

RF Crosstalk-90dB@ 5-500 MHZ 
Mating Force, Max.-4.0 lb 
[178N] 

Unmating Force, Min. -L_U oz 
lO 556 NI 
Contact Rutention -20 l b [% r-.] 

eontael Durallility-5CO cycles 

Cable Force 
AG/U lb 

316, 188. 174, 20 
1 f'~. l ('jfl., 1f9l:l 

1sa lype 3~· 
Joutle-Braid 

142, 142P., 142B 50 

Operating Temperature-
55CCto+1250C 

[NI 
s g 

155 8 

222.5 

Thermal Shock-55"C :o+· 2J"C per 
Mll-STD-1344. Method 1003, Cond. A 
Physical Shock-5:J tl's per Mll­
STD-134L_ Method 20D4, Cond. A 
Vii:Jration- MIL -STD-1344, Metho,j 
2J05. Cond li 

Molsture Reslslance-240 hours 
per MIL-STD-1344. Methcd 1002, 
Cond. 11 
Salt Fllg -48 hous per MIL-STD-
1344, MEthod 1001 Cond B 

Extracli on Tool Numbers 
Sui:Jminiature D Housings-
58095-1 (AMPLIMITE) 
AMP-HDI Housings-58095-2 

Related Catatogs 
Subminiature D Housings 82069 
AMP-HO! 82613 

Material 

caralog uur 1 ~ 1 
Revised i 0-00 

8rass- per C0-8-626 and MIL -C-50 
Phosphor Bronze-per OU-6-750 
8eryllium Copper-per JQ-C-530 
TEFlON-~er MIL-P-194E8 
Nylon-per MIL-M-20693 

Finish 

8righl Tin-Lead Plating -per 
ASTM-8-571 
Copper Plaling-per MIL-C-1'550 
Gołd Plating- per MIL-G-45204 
Nickei Plating -per 00-N-290 

A.G/Cable Shell Dimensions Die 50 ohm Non-lmpedance Matched 
Typ e A lnsert~ Pin S o c ket 

178, 178A 
~rass 

24.13 5.94 59993-1 1788,196, 196A 950 .234 

Bri:łSS 
24.28 5Jł4 59993-1 221980-1 221981-1 

174,316 956 .23A 
188, 188A 

Diecast 24.28 5.94 59993-1 415367-1 415366·1 956 .?34 

179. 179A Brass 24.28 5.S4 59!}93-1 221980-3 221981-3 
1798, 187, 956 .234 
187A,161, 

Diecast 24.28 5.S4 59993-1 Belden 9221 956 .234 

Brass 24.28 5.94 S!1!19::1-1 
174,316,188, 956 .234 
Double Braid 24.28 5.94 Diecast 956 .234 59993-1 415367-2 415366-2 

142, 142A, 1428, 
Brass 

27.43 6.48 51:!212-1 221980-2 221981-2 400, Betden 9246 1.08 .255 

~For hand toot 69710-1 or pneumati~ :ool 69365-8. 
Note: Non·lmpedcnce Matched a1d 50 Ohm are not 1ntermateable. 

Technical Support Cenler/AMP FAX Service 
1·800-522-6752 717·986· 7777 

Oimensions are in 
mllllrneters over Unches] 

www .a m p. co m t co m m un i cali ons/Com 

Pin Socket 

228616-5 228596-5 

228618-1 228596-1 

415369·1 415368-1 

228618-2 228596-2 

415369-3 415368-3 

228618-3 228596-3 

415369-2 415368-2 

228618-4 228596-4 

Specilications 
subiecl to change. 
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