
tqca AMPLIMITE Subminiature D Type Connectors ANIP 

Electronics AMPLIMITE 2000 Subminiature Connectors (Continued) 

HD-20 Front Metal Shell 
Right Ang le Connectors 

Materia! and Finish: 
Housing-94V-O rated thermoplastic, 
black 
Shell-Steel, nickel plated 
Contacts: 
Pins-Brass 
Sockets-Phosphor bronze 
Contact Plating: 
A-Gold flash on mating end, lin lead 
on solder tai Is with overall nickel 
underplate 
B-.000015 [0.00038] gold on maling 
end, lin-lead on solder tai Is with overall 
nickel underplate 
Boardlocks-Brass. lin or lin-lead 
plated 
Female Screwlocks-Brass. nickel 
plated 
Threaded lnserts-Brass, nickel 
plated 

Technical Documents: 
Product performance characteristics 
specified on customer drawings 
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Dimensions are in inches and 
millimeters unless otherwise 
specified. Values in brackets 
are metric equivalents. 
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#4-40 Insert 
See Table 
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Typical Plug 

Dlmension With Femałe 
L Ref. Screwlocks 

1.210 788753-1 
30.80 788753-2 

1.540 
39.20 

2.090 788782-1 
53.10 788782-2 

With 4-40 
Threaded lnserts 

788754-1 
788754-2 

1364027-1 
1364027-2 
788755-1 
788755-2 

#4-40 Screwlock 1 r [~~~ ±± ~~ 
See Table I 
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.a1s ± .010 j I-~ -----, 
[8.08 ±o 25] 

Typical Receptacle 

Dimension With Female With 4-40 
L Ref. Screwlocks Threaded lnserts 

1.210 788756-1 788750-1 
30.80 788756-2 788750-2 

1.540 788781-1 788757-1 
39.20 788781-2 788757-2 

2.090 788751-1 788752-1 
53.10 788751-2 788752-2 

Dimensions are shown for 
reference purposes only. 
Specifications subject 

USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico 01-800· 733-8926 

South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

to change. C. America: 52-55-5-729-0425 UK: 44-141-810-8967 
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