Aluminum Electrolytic Type / Surface Mount Type

c E' PH Series

125T Low ESR
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SUNCON

RoHS compliance
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S5 High Ripple, High Capacitance
5
o
® r3n e 125T, 2,000 to 5,000hrs. e Suitable for Automotive Application. $6.3%7.7
a e Solvent proof (within 2 minutes) ) )
3
= M Specifications
Iltems Condition Specifications
o Rated voltage (V) - 16 25 35
’ Surge voltage V) Room temperature 20 32 44
CE-BD Category temperature range (C) = —401to +125
CE-BS Capacitance tolerance (%) 120Hz/20C M: £+£20
S— Dissipation Factor (tand) 120Hz/20T 0.20 0.16 0.14
CE-FE B When rated capacitance exceeds 1,000 uF. add 0.02 to the value above for each 1,000 iF increase.
CELD Leakage current (LC) L A/after 2minutes (max) 0.01CV
CE-FU Impedance ratio at Based the value at |[—25C | Z/Z20t 2 2 2
CEFS low temperature 120Hz, +20C |_40¢ |7/Z200 4 3 3
CEFSS 195C Test »B.3t0 ¢ 10 :2,000hrs., ¢ 12.5:3,000hrs., ¢ 16, ¢ 18 :5,000khrs.
o Endurance ratedlvoltage applied|  AC/C Within 230% of the initial value
S (Wltf|1 the rat%d tano < 3 times the initial specified value
E-GA MR EEIC LC < The initial specified value
CE-AX
cexx I Marking, Dimensions (Unit - mm)
CELX [¢E:I1a%]y 0.3max__, W D +osmax | L | W02 | Ho2 | 202 | R | pio2
. sTo B3 | 77*| 66 | 66 | 7.3 [051008 2.2
CELH a U 38 105 8.3 8.3 9.0 |0.7t101.0] 3.2
- Seres Symosl g T afo 10 [105%| 103 | 103 | 11.0 [10w014] 48
CE-LL Rated Voltagek N — 1
D —— O (@) 125 [135%%| 12.8 12.8 135 |1.0to1.4| 4.6
Coic #5128 L | T 16 [185%¢| 163 | 163 | 17.3 [1.71021] 7.0
A pressure relief vent is attached to 18 165 18.0 19.0 200 171021 7.0
products over ¢D=8 18 |21.5%9 190 | 190 | 200 [1.71w021] 7.0
CE-NP

34 :
1000 Series Symbol
VPY Reted vohagex 4 (16V:C, 25V:E, 35V.V)

CE-FN
veswe [l Size List, ESR, Rated Ripple Current
ME-UAX-SAX 47 ' ' ' ' ' ' 6.3x7.7 1045 + 5O ' 200
ME-SWG 100 8.3x7.7 1045 , 50 | 200 6.3x7.7 1045 , 50O | 200 8x10.56 1018 , 30 . 300
ME-LS 160 ' ' ' ! ! ! 8x105 1018 ! 30 ! 300
ME-HC 220 i i i 8x105 10,18 i 30 : 300 10105 1011 1 20 500
ME-CZ 270 ' ' ' 8x105 '0.18 ' 30 ! 300 ' ' '
VECA 300 | | | | | | 10x105 1011 1 20 i 500
e 330 8x105 !0.18 ' 30 ! 300 10x105 '0.11 ' 20 ! 500 125%135 008 ' 1.0 ' 1200
390 8x105 1018 i1 30 I 300 i i : : ] ]
ME-AX : : : : : : :
470 10x105 0.1 ! 20 ! 500 10x105 0.1 ! 20 ! 500 125%135 1008 ! 1.0 ! 1200
MEWX 620 ! ! ! ! - ! 125x135 1008 | 1.0 1 1200
ME-WA 680 10106 1011 | 20 | 500 126x185 1008 | 1.0 | 1200 16x1665 005 , 05 | 1800
ME-WL 910 125x185 1008 | 1.0 ' 1200
ME-WG 1000 1251356 1008 : 1.0 1 1200 16x165 1005 , 05 . 1800 16x16.5 1005 ; 05 | 1800
ME-PX 1500 125x135 '008 ' 1.0 ' 1200 16x165 ' 005 ' 05 ' 1800 18x16.5 ' 0.045' 0.45' 2000
ME-HPC-HPD 2200 16x185 1005 1 05 1 1800 18x165 1 0.045: 045 2000 18x2165 1004 1 04 1 2200
ME-FG-FD 3300 18x16,5 ! 0.045' 045' 2000 18x215 ! 004 ! 04 ' 2200 0 0 0
VEFAZ 3900 18x21.5 1004 1 04 12200 i | L | | L
MEFH Please refer to page 15 for the ripple Case size:gpDxL(mm) I—ESR(O Rated ripple current 4
current frequency coefficient. 16, 9 18:CE-PHT max at 100kHz, —40T mArms (100kHz, 125T)
ME-SWN ESR(Q) .
max at 100kHz, 20C
ME-HWN
H Model No.  pH PHT
16 CE 680 PH 35 CE 1000PH T
L sn plating terminal code
Series code Series code
Rated capacitance code Rated capacitance code
Type code Type code
5 8 Rated voltage Rated voltage
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