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Thin-Film Directional Couplers
CP0603 Type

Top View

HOW TO ORDER
CP 0603 A 0836 A W
1 2 3 4 5 6
1 Style: Directional Couplers
2 Size: 0603
3 Type: (see below)
4 Frequency: MHz
5 Sub Type: (see below)
6 Termination: Nickel/Solder (Sn/Pb)

Dimensions: millimeters (inches)

0603
L 1.6±0.1

(0.063±0.004)

W 0.84±0.1
(0.033±0.004)

T 0.60±0.1
(0.028±0.004)

A 0.35±0.15
(0.014±0.006)

B 0.175±0.1
(0.007±0.004)

B1
0.00+0.1/-0.0   

(0.000+0.004/-0.0)  

OUT

IN

50 OHM

COUPLING

Terminals (Top View)

Coupler Part Number CP0603AxxxxAW
Application Part Frequency Coupling L Loss VSWR

Number Band (MHz) (dB) [dB] max max
AMPS CP0603A0836AW 824 ~ 849 18.5±1

CP0603A0881AW 869 ~ 894 18.5±1 0.25
GSM CP0603A0902AW 890 ~ 915 18±1 1.2

CP0603A0947AW 935 ~ 960 17.5±1
PDC CP0603A1441AW 1429 ~ 1453 14±1 0.3
PCN CP0603A1747AW 1710 ~ 1785 12.5±1

CP0603A1842AW 1805 ~ 1880 12±1
PCS CP0603A1880AW 1850 ~ 1910 12±1

CP0603A1960AW 1930 ~ 1990 11.5±1 0.5 1.3
PHP CP0603A1907AW 1895 ~ 1920 12±1

DECT CP0603A1890AW 1880 ~ 1900 12±1
Wireless LAN CP0603A2442AW 2400 ~ 2484 10±1 0.8 1.3

Coupler Part Number CP0603AxxxxDW
Application Part Frequency Coupling L Loss VSWR

Number Band (MHz) (dB) [dB] max max
AMPS CP0603A0836DW 824 ~ 849 15.5±1

CP0603A0881DW 869 ~ 894 15±1 0.35 1.2
GSM CP0603A0902DW 890 ~ 915 14.5±1

CP0603A0947DW 935 ~ 960 14±1
PDC CP0603A1441DW 1429 ~ 1453 10.5 0.55 1.3
PCN CP0603A1747DW 1710 ~ 1785 9±1

CP0603A1842DW 1805 ~ 1880 8.5±1
PCS CP0603A1880DW 1850 ~ 1910 8.5±1

CP0603A1960DW 1930 ~ 1990 8±1 0.9 1.5
PHP CP0603A1907DW 1895 ~ 1920 8.5±1

DECT CP0603A1890DW 1880 ~ 1900 8.5±1
Wireless LAN CP0603A2442DW 2400 ~ 2484 6.5±1 1.4 1.5

Coupler Part Number CP0603AxxxxBW
Application Part Frequency Coupling L Loss VSWR

Number Band (MHz) (dB) [dB] max max
AMPS CP0603A0836BW 824 ~ 849 16±1

CP0603A0881BW 869 ~ 894 15.5±1 0.25
GSM CP0603A0902BW 890 ~ 915 15.5±1

CP0603A0947BW 935 ~ 960 15±1
PDC CP0603A1441BW 1429 ~ 1453 11.5±1 0.45
PCN CP0603A1747BW 1710 ~ 1785 10±1 1.2

CP0603A1842BW 1805 ~ 1880 9.5±1
PCS CP0603A1880BW 1850 ~ 1910 9±1

CP0603A1960BW 1930 ~ 1990 9±1 0.8
PHP CP0603A1907BW 1895 ~ 1920 9±1

DECT CP0603A1890BW 1880 ~ 1900 9±1
Wireless LAN CP0603A2442BW 2400 ~ 2484 7.5±1 1.1 1.3

Coupler Part Number CP0603AxxxxCW
Application Part Frequency Coupling L Loss VSWR

Number Band (MHz) (dB) [dB] max max
AMPS CP0603A0836CW 824 ~ 849 21±1

CP0603A0881CW 869 ~ 894 20.5±1 0.25 1.2
GSM CP0603A0902CW 890 ~ 915 20.5±1

CP0603A0947CW 935 ~ 960 20±1
PDC CP0603A1441CW 1429 ~ 1453 16.5±1 0.35
PCN CP0603A1747CW 1710 ~ 1785 15±1

CP0603A1842CW 1805 ~ 1880 14.5±1
PCS CP0603A1880CW 1850 ~ 1910 14.5±1

CP0603A1960CW 1930 ~ 1990 14±1 0.5 1.3
PHP CP0603A1907CW 1895 ~ 1920 14.5±1

DECT CP0603A1890CW 1880 ~ 1900 14.5±1
Wireless LAN CP0603A2442CW 2400 ~ 2484 12.5±1

Coupler Part Number CP0603BxxxxAW
Application Part Frequency Coupling L Loss VSWR

Number Band (MHz) (dB) [dB] max max
AMPS CP0603B0836AW 824 ~ 849 24±1

CP0603B0881AW 869 ~ 894 24±1 0.2
GSM CP0603B0902AW 890 ~ 915 23.5±1

CP0603B0947AW 935 ~ 960 23.5±1
PDC CP0603B1441AW 1429 ~ 1453 20±1
PCN CP0603B1747AW 1710 ~ 1785 18±1

CP0603B1842AW 1805 ~ 1880 18±1 0.25 1.2
PCS CP0603B1880AW 1850 ~ 1910 17.5±1

CP0603B1960AW 1930 ~ 1990 17.5±1
PHP CP0603B1907AW 1895 ~ 1920 17.5±1

DECT CP0603B1890AW 1880 ~ 1900 17.5±1
Wireless LAN CP0603B2442AW 2400 ~ 2484 15±1 0.4
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Note: All coupler types are designed to
be used at any frequency within
the 800MHz to 2500MHz range.
The part numbers listed are only
examples for typical applications.


