Panasonic

Plastic Film Capacitors

Film Chip Capacitor
Type: ECWU(B)

Stacked metallized PEN dielectric film with simple

mold-less construction

B Features

eSmall in size (minimum size 3.2x1.6 mm)
0385°C, 85%RH, W.V. x 1.0 for 500 hours

eFor reflow soldering

B Recommended Applications

eCoupling
eBy-pass
eGeneral purpose

BMExplanation of Part Numbers
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Product code Dielectric &
construction

H Specifications

Rated voltage

’_1

1C

16VDC

1H

50VDC

1

100VDC

Capacitance Cap. Tol. Suffix  Suffix
I

[

Tape width

5] 8mm
9| 12mm

Category temp. range

-55to +105°C

Rated voltage

16VDC, 50VDC, 100VDC

Capacitance range

0.001to0 0

ATuFR

Capacitance tolerance

+5% (J)

Withstand voltage

Between terminals : Rated volt. (VDC)x175% 1 to 5s

Dissipation factor

=1.0% (20°C 1kHz)

16VDC : 23000MQ(20°C, 10VDC 60s)

, ) C=0.33uF | 50VDC : 23000MQ(20°C, 50VDC 60s)
Insulation resistance 100VDC : 23000MQ(20°C, 100VDC 60s)
C>0.33uF | 16VDC : 1000MQ . pyF min. (20°C, 10VDC 60s)
. " Reflow soldering : 240°C max. and 30sec max. at more than 210°C
Soldering conditions
(Temp. at cap. surface)
B Construction EmDimensions in mm (not to scale)
?Eiif}E%?cEjgaH;ﬁgzég? ,G1,GZ,G2,O-3) " Size code L w H
L£02 W02 H 3.2 16 0.8
o H2 32 16 1.0
J S H3 3.2 1.6 1.4
T Gi 3.2 25 1.0
0.3540.20 0.35+0.20 *g&i‘?ﬁg’l’gd 8:23 gg gg ;é
E3a and E3. E1 4.8 3.3 1.4
Size code D1,D2,D3 and D4. =) 48 33 20
L02 W03 Eda 48 | 33 | 24
Element QOuter electrode o E3 4.8 3.3 2.8
(stacked) L 3 D1 6.0 4.1 1.8
D2 6.0 4.1 2.0
0.45+0.20 0.45+0.20 D3 6.0 4.1 4
D4 6.0 41 238
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Design, Specifications are subject to change without notice.

Ask factory for technical specifications before purchase and/or use.
Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.



Panasonic

Plastic Film Capacitors

B Taping Specification for Automatic Insertion(Mounting)
Refer to the PDF file of taping specifications

B Rating, Dimensions & Quantity/Reel

Rated volt. 16VDC

Rated volt. 50VDC

Rated volt. 100VDC

Cap. (uF) P N Dimensions (mm) o] @ P N Dimensions (mm) o] @ P N Dimensions (mm) | @
art No. L‘W‘H ode | Qty art No. L‘W‘H ode | Qty art No. WA ode | Qty
0.001 ECWU1102JB5 [3.2|1.6|1.0| H2
0.0012 ECWU1122JB5 [3.2(1.6 | 1.0 | H2
0.0015 For this rating use type | ECWU1152JB5 |3.2|16]1.0|H2 3000
0.0018 ECHU(B) ECWU1182JB5 | 3.2 1.6 | 1.0 | H2
0.0022 ECWU1222JB5 [3.2(1.6|1.0 | H2
0.0027 . . ECWU1272JB5 [3.2|1.6|1.0| H2
0.0033 EELJ?; rating use YPe  \eeiiaaaiE5] 32 16|08 | ECWU1332J85 |32 16| 14| H3
0.0039 ECWU1TH392JB5[ 3.2 1.6 | 0.8 | H1 ECWU1392JB5 [3.2|1.6 | 1.4 | H3
0.0047 ECWU1H472JB5( 3.2 1.6 | 0.8 | H1 ECWU1472JB5 [3.2|1.6 | 1.4 | H3
0.0056 ECWU1H562JB5( 3.2 | 1.6 | 0.8 | H1 [3000 | ECWU1562JB5 | 3.2 |25 | 1.4 | G2 |2000
0.0068 ECWU1HE82JB5[ 3.2 1.6 | 0.8 | H1 ECWU1682JB5 [3.2 (25|14 | G2
0.0082 ECWU1H822JB5(3.2|1.6 | 1.0 | H2 ECWU1822JB5 | 3.2125]2.0|G3
0.01 ECWU1TH103JB5[3.2|1.6 | 1.0 | H2 ECWU1103JB5 [3.2]25|2.0|G3
0.012 |ECWU1C123JB5[3.2|1.6|1.0|H2 ECWU1H123JB5| 3.2 25| 1.0 | G1 ECWU1123JC9 | 4.8 3.3 |14 | E1
0.015 |ECWU1C153JB5[3.2|1.6|1.0 | H2 ECWU1TH153JB5[ 3.2 25| 1.0 | G1 ECWU1153JC9 | 4.8 3.3 |14 | E1
0.018 |ECWU1C183JB5[3.2|1.6| 1.0 | H2 | 3000 ECWU1H183JB5| 3.2 |25|1.4| G2 ECWU1183JC9 | 4.8 3.3 |14 | E1
0.022 |ECWU1C223JB5[3.2|1.6|1.0|H2 ECWU1TH223JB5( 3.2 |25 |1.4 | G2 2000 ECWU1223JC9 | 4.8 3.3 |14 | E1 3000
0.027 |ECWU1C273JB5|3.2|16|1.0| H2 ECWU1TH273JB5[ 3.2 25| 1.4 | G2 ECWU1273JC9 | 4.8 33|14 | E1
0.033 |ECWU1C333JB5[3.2|1.6| 1.4 |H3 ECWU1H333JB5| 3.2 25|20 | G3 ECWU1333JC9 | 4.8 3.3 |14 | E1
0.039 |ECWU1C393JB5[3.2|1.6|1.4|H3 ECWU1H393JB5| 3.2 25|20 | G3 ECWU1393JC9 | 4.8 3.3 |20 E2
0.047 |ECWU1C473JB5[3.2|1.6|1.4 | H3 ECWU1TH473JB5[ 3.2 (25|20 | G3 ECWU1473JC9 | 48|33 |20 E2
0.056 |ECWU1C563JB5[3.2|2.5|1.4 | G2 |[2000|ECWU1H563JC9| 4.8 ({3.3|2.0| E2 3000
0.068 |ECWU1CE83JB5[3.2|25|1.4|G2 ECWU1H683JC9| 4.8 3.3 2.0 | E2
0.082 |ECWU1C823JB5[3.2|25|2.0|G3 ECWU1HB823JC9| 4.8 | 3.3 | 2.4 |E3a 2000
0.1 ECWU1C104JB5[3.2|25|2.0|G3 ECWU1TH104JC9| 4.8 | 3.3 | 2.4 |E3a
0.12 |ECWU1C124JC9|4.8|3.3|1.4 | E1 ECWU1H124JC9| 6.0 | 4.1 | 1.8 | D1 3000
0.15 |ECWU1C154JC9| 4.8 |3.3|2.0 | E2 | 3000 | ECWU1H154JC9| 6.0 | 4.1|2.0 | D2
0.18 |ECWU1C184JC9[4.8|3.3|20 | E2 ECWU1H184JC9| 6.0 | 4.1| 2.4 | D3 2000
0.22 |ECWU1C224JC9|4.8|3.3|2.4 |[E3a|2000 [ECWU1H224JC9| 6.0 | 4.1|2.8 | D4
0.27 |ECWU1C274JC9|6.0|4.1|1.8 | D1 3000
0.33 |ECWU1C334JC9|6.0|4.1|2.0|D2
0.39 |ECWU1C394JC9|6.0|4.1]2.4 | D3 2000
0.47 |ECWU1C474JC9|6.0|4.1]2.8 | D4
B Example for Land Dimensions (mm)
Land dimensions
Code .
Reflow soldering
/ Electrode A B C
R ) 45 H1 22 38 14
P P H2 22 338 14
ik Land —f | ! H3 22 38 14
P .l C Gi 22 38 23
i i G2 22 38 23
P P G3 22 38 23
i P E1 26 66 30
- e - E2 26 6.6 3.0
A E3a 26 6.6 3.0
B E3 2.6 6.6 3.0
D1 3.8 7.8 3.8
D2 3.8 7.8 3.8
D3 3.8 7.8 3.8
D4 3.8 7.8 338

Design, Specifications are subject to change without notice.

Ask factory for technical specifications before purchase and/or use.

Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.





