
Electrical Performance Recommended Applications

Type No. Outline
Radio,

RemarksDemodulation Pilot Post Lamp Tuner Cassette
System Canceller Amp. Driver Receiver with Car Use

Radio
HA1156W DP-14 PLL • • 0 Gv - -6dB
HA1l96 DP-16 PLL • • • Gv = 15dB

HAl1223W DP-16 PLL • • • Gv - -2dB
S/N = 86dB typ

HA12016 DP-16 PLL • • • Gv - 12dB
S/N = 88dB typ

HA12026 DP-16 PLL • • • with VCO stop

HA12031 DP-28 PLL • • • • with Mute, VCO stop
and Beat Canceller

HA12055V SP-21 PLL • • with FM Noise
suppressor

HA12063 DP-16 PLL • • Non-adjust

Electrical Performance
Type No. Outline PLY/REC Headphone Mechanism Electronic Remarks

Amp. Amp. Control Switch Other

HA11226/MP DP-16-2 Dolby-B Type
MP-18 2-channel

HAl2005 DP-16 • • PLY/REC Switch

HA12006 DP-16-2 • • includes Head Switch and
Mute Switch

HAI2010 DP-16 12 point linear-scale bargraph
display (O.25V step)

HA12020 DP-28 Automatic Equalizer with 5-bit DA and EQ
HA12024 DP-16-2 Automatic Program Selection

HA12028 DP-22 • • • With REC Switch and
Mute Switch

HA12035 DP-28 2-channel with 4-bit DA and EQAutomatic Equalizer

HA12037NT DP-30S • For Cassette Tape Deck All electronics of function
with Radio switch

DP-28
HA12038/MP/NT DP-30S Dolby-C Type

MP-28
HA12045/MP
HA12046/MP DP-18

MP-18
HA12047/MP Dolby-B Type Low external parts count

DP-18 2-channel
HA12048/FP/MP FP-18

MP-18

HA12051NT DP-30S • • Signal Circuit of Dolby-C I-chip IC for PLY/REC
Type Deck Signal with Mute Switch

DP-18 • 2-channel Headphone Stereo • Low External ComponentsHA12052C FP-18 •
MP-18 • with Automatic Stop Detect • with Mute Switch

DP-28
HAI2058 DP-30S Dolby-B/C Type

MP-28

HA12067NT DP-30S 12 point log-scale • Low External Components
bargraph display (2dB step) • Wide Operating Voltage

(11- 24V)

Max. Ratings Electrical Characteristics Recommended Application
Type No. Outline PT Vcc THD GV(OL) Vout HiFi Cassette Remarks

Noise Car Use Tape Home
(mW) (V) (%) (dB) (V) Amp. Recorder Stereo

HAl20l? SP-7 500 ±26.5 Vn(out) 0.002 105 14.7 • 0 2 supplies system1.15mV
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