
Mating Plugs

A

4P Plug 5

B C

7.7 6.6

6P Plug 6.05 9.7 6.6

8P Plug 6.09 11.7 6.6

D i m e n s
ion

Plug

Contents

Contents ………………………………………………… 1

Product List……………………………………………… 2

SMD Type (Taping Packaging) ………………… 3 to 5

Dip Type …………………………………………… 6 to 9

Lead Wiring Type ……………………………………… 10

· Dielectric Strength : 1 000 V AC (r.m.s) for 1 minute

· Insulation Resistance : 100 MΩ Min. at 500 V DC

· Contact Resistance : 100 mΩ Max.

Electrical

C

A

B

Specifications

*
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D

■ Diameter of Reel ■ Depth of Recess

L1.
75

P

■ Figure of Tape

（a）4P-4C … 4 Positions－4 Contacts

（b）6P-6C … 6 Positions－6 Contacts

（c）6P-4C … 6 Positions－4 Contacts

（d）6P-2C … 6 Positions－2 Contacts

（e）8P-8C … 8 Positions－8 Contacts

(a)

(b)

(c)

(d)

(e)

Number of Positions & Contacts

Specifications of Taping Package

D (mm) P (mm) L (mm) Pieces

A 360 20 32 250

B 360 24 32 250

C 360 24 44 250
Mounting Style

����
�
�
�
�

��������

P.C.Board

Ⅰ 
Ⅱ 

Ⅲ Ⅳ 

Type Model
Number

of
Positions

Mounting
Style

Taping
Package

Type

SMD Type
[Carrier Taping

Packaging]

HJC0270 4 Ⅰ A

HJC0271 6 Ⅰ A

B

HJC0272 8 Ⅰ B

HJC0296 8 Ⅲ C

HJC0295 6 Ⅲ

―HJC0282 8 Ⅱ

Wing Jack HJC0311 6 Ⅱ

HJC0212 6 Ⅲ

Lead Wiring Type
HJC0222 4

― ―
HJC0221 6

―

―

HJC0162 4 Ⅱ

HJC0187 4 Ⅳ

HJC0163 6 ⅡDip Type

―

―

―

Items 
Type No.*



SMD Type (Taping Packaging)

HJC0270

4 Position

Unit:mm

0.6

P=1.27
PP

3.
4

14
.6

2.
8

9

3

13.8

P

LAND LAYOUT

Housing Color
Model No.

4P-4C

Black HJC0270-011024

12.7

2.
5

2

3

1214

13.2

8

10.6
12

*



SMD Type (Taping Packaging)
Unit:mm

HJC0295

6 Position

HJC0271

0.6

P=1.27
PP P

3.
4

14
.6

2.
8

9

3

13.813.8

PP

7.9 5.7 4.5

0.
6

P
=

1.
27

3.5

19
.6

12
.3 P

P
PP

P

LAND LAYOUT

LAND LAYOUT

Housing Color
Model No.

6P-6C

Black HJC0271-011024

6P-4C

HJC0271-011124

Housing Color
Model No.

6P-6C

Black HJC0295-011024

6P-4C

HJC0295-011124

12.7

2.
5

2

3

1214

13.2

8

10.6
12

13.6 16

12
.7

9.6

1.5

18
.6

2.5

7.9

*



HJC0272

SMD Type (Taping Packaging)

HJC0296

8 Position

Unit:mm

12.7

2.
5

2
3

1214

15.5

8

13

14
.3

0.6

P=1.27

PPP P
3.

4
14

.6
3

3

9

16.1

PPP

LAND LAYOUT

7.9 5.7 4.5

0.
6

P
=

1.
27

3.5

P
P

P
P

23 15
.7 P

P
P

LAND LAYOUT

Housing Color
Model No.

8P-8C

Black HJC0272-011024

Housing Color
Model No.

8P-8C

Black HJC0296-011024

17 16

12
.7

9.6

1.5

2.5

7.9

22

*



Dip Type
Unit:mm

4 Position

HJC0162

Housing Color
Model No.

4P-4C

Gray HJC0162-010014

Black HJC0162-010024

Ivory HJC0162-010034

P
=

1.
02

P
P

P12

4-φ0.8 

2-φ2.4

6

2.3

2.54

HOLE  LAYOUT
(BOTTOM VIEW)

14
.5 10

.5
1

3.
1

12

12.2

14.2 2.3 1.2

15

6

HJC0187

Housing Color
Model No.

4P-4C

Gray HJC0187-010014

Black HJC0187-010024

Ivory HJC0187-010034

5

PP
P

3

8

3.
6

13
.4

17
.4

P=2.54

4-φ0.8

HOLE  LAYOUT
(BOTTOM VIEW)

10.5

18 16

4

2.5

8

1.5

14.5

*



Unit:mm

Dip Type
Unit:mm

6 Position

HJC0163

HOLE  LAYOUT
(BOTTOM VIEW)

Housing Color
Model No.

6P-6C 6P-2C

Ivoly HJC0163-010034 HJC0163-010234

Gray HJC0163-010014 HJC0163-010214

Black HJC0163-010024 HJC0163-010224

6P-4C

HJC0163-010114

HJC0163-010124

HJC0163-010134

6

12

2.542.3

P
=

1.
02

6-φ0.8 

2-φ2.4

P
P

P

P
P

12.2

14.2

12

1
14

.5 10
3.

1
1.22.3

15

6

4

HJC0000HJC0212

With Extra Terminals

HOLE  LAYOUT
(BOTTOM VIEW)

Housing Color
Model No.

6P-6C 6P-2C

Ivoly HJC0212-010034 HJC0212-010234

Gray HJC0212-010014 HJC0212-010214

Black HJC0212-010024 HJC0212-010224

6P-4C

HJC0212-010114

HJC0212-010124

HJC0212-010134

11 4.5

12
.8

P
=

1.
02

P
P

P

P
P

2 6-φ0.8

2-1×2.4

14
.5

12.8

15

12.4

3 4

16.5

1.52.5

11
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Unit:mm

Dip Type
Unit:mm

HJC0311

18
0.4

18.51 1

2.
5

0.
6

6.
5

1.5 8

4

9.
7

12 8.
1

4.
4

1.
2 1.
2

2.
9

45¡
0.75

2
0.7

Cover Open

Housing Color
Model No.

6P-2C

Gray HJC0311-010024

White Gray HJC0311-010034

Light Gray HJC0311-010044

Dark Gray HJC0311-010064

6 Position

Wing Jack

*



Unit:mm

Dip Type

HJC0282

8 Position

Unit:mm

Housing Color
Model No.

8P-8C

Black HJC0282-010024
11

.4

8.9

P
=

1.
27

P
P

P
P

P
P

P

2.54

2-φ3.25

8-φ0.9

HOLE  LAYOUT
(BOTTOM VIEW)

15.2 16.7

6.6
12

.7
3.

7

*



Unit:mm

4 Position

6 Position

Lead Wiring Type

HJC0221

HJC0222

1.52.5

12

13 10

10.27

P=1.02

16
.2

4
L1

L2

WHITE（L2）

RED（L1）

BLACK（L1）

GREEN（L2）

1.52.5

15 12

L
2

L110.2
9

16
.2

4

WHITE
RED

BLACKBLUE

YELLOW

GREEN

P=1.02

· Housing Color : Gray, Black and Ivory
· Applicable Wire Size : AWG # 26 : (thickness of gold-plating : 0.76 μm)

AWG # 28 : (thickness of gold-plating : 1.27 μm)
· Feel free to consult us for lead lengths L1, L2 and lead end terminal

styles (connection of terminal, etc.).

· Housing Color : Gray, Black and Ivory
· Applicable Wire Size : AWG # 26 : (thickness of gold-plating : 0.76 μm)

AWG # 28 : (thickness of gold-plating : 1.27 μm)
· Feel free to consult us for lead lengths L1 and lead end terminal styles

(connection of terminal, etc.).
· 2 or 4 contacts types are also available.

*
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