EP-cap SUNCON

Hybrid Conductive Polymer Type / Surface Mount Type RoHS compliance OLZ

28§

HVA Super Low ESR 3 25

0 V=7

Series $58

3Io

e 105C, 3,000 to 5,000hours HYBF (22 BEs
e Solvent proof (within 2 minutes) ﬁ -

B Specifications Bk Corstrctn

Characteristics

Iltems Condition Specifications
Advantages of EP-cap
Rated voltage V) - 6.3 10 . »
Soldering Condition
Surge voltage V) Room temperature 8.2 13 ggggm Osr?\dering
Category temperature range (C) - —b551t0 +105 Eggf\femceunr{em Frequency
Capacitance tolerance (%) 120Hz/20C M: +20
Dissipation Factor (tand) tand (max) 120Hz/20TC 0.18 0.16 0.14 VBE
Leakage current (LC) * LA/after 2minutes (max) The greater value of either 0.2CV or 100 HVH
Test ®» 6.3 : 3,000hours, D=¢8 : 5,000hours VP
105C AC/C Within £30% of the initial value HYT
Endurance rated voltage applied 0 ™
(With the rated tano Less than 200% of the specified value HVHZ
ripple current) ESR Less than 200% of the specified value HVPZ
LC Less than the specified value HVHE
*Please apply the rated voltage for 120 seconds at 105T in case the measured value is bigger than the specified value. HVPE
. . . HEH
B Marking, Dimensions Unit-mmy HEHZ
Polarity 0.3max__, Drosmex HEPZ
Cathod
(Cathode) 63 | 60 | 66 | 66 | 73 |05w08] 22
Rated Capacitance 6.3 7.7 6.6 6.6 7.3 |05t00.8 2.2
Series Symbol T 8 105 | 83 | 83 | 90 |07w10] 32
Rated Voltage(6.3V—6)
10 10.5 10.3 10.3 11.0 |10to14| 46
L
R (+)
A pressure relief vent is provided for D=8 or bigger
(P)reference size
M Size, ESR, Rated Ripple Current
10 I I I I 6.3x6.0 I 54 1+ 1130
22 ! ! ! ! 6.3x6.0 ' B4 ' 1130
33 ! ! 6.3%6.0 ' 40 ! 1510 6.3%6.0 ' 54 ! 1130
P T I 6377 % | 45 | 1480
| | 6.3%6.0 .40 | 1510 8x105 | 22 | 2290
68 : : 6.3x6.0 | 40 . 1510 8x105 1 22 1 2290
| | 63x77 * 1 35 1 1910 | |
100 P s s - B el e e [ B e et - HA- -
6.3x6.0 ' 36 ! 1630 8x10.5 ! 18 ' 2800 8x10.5 ! 22 ' 2290
150 b R . 63x77 * . 8 11910 | ______ .
6.3x6.0 .38 | 1830 8x105 | 18 | 2800 10105 | 20 | 2920
63x77 * 1 32 1 2020 | 1 | |
20 (P ReRs [ R e s o NSRRI AL P o [ s s GaEsEasisls s SISl S
8x10.5 ! 16 1+ 3160 8x%10.5 ! 18 1+ 2800 ! !
330 8x105 ' 16 ' 3150 8x105 ' 18 ' 2800 ' '
390 8x10.5 | 16, 3180 | | | |
470 8x10.5 : 16 , 3150 10x10.5 : 16, 3650 : :
560 8x105 . 16 . 3150 10x1065 1 16 . 3650 : :
680 10x105 1 15 1 3890 | | ' '
820 10105 ' 15 1 3890 ! ! ! !
1000 10105 ' 15 ! 3890 ! [ L !
Please refer to page 20 for ripple current frequency coefficients. { L
ateda ripple curren ase size:pbxL(mm
XS type Rated rippl t Gase size:pDxL(mm)
mArms(100kHz, 105C)
ESR(MQ)
max at 100kHz, 20T
M Part number
10HVA47 M 10HV A 100M S
-L Capacitance tolerance TS type‘ code
Rated capacitance Capacitance tolerance
Series code Rated capacitance
Series code
V2R CEEI Type code

Rated voltage Rated voltage
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