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Specifications

Rating 1A 100V AC max. or
2A 12V DC max.
Insulation Resistance 50MQ min. at 250V DC

Dielectric Strength 250V AC / 1 minute
Contact Resistance 30mQ max.
Engaging Force 45N max.
Separating Force 9N to 30N




HOS|DE|\] Pin & Contact Arrangements Specifications for Standard Cables

Pin & Contact Arrangement

Number of Pins 5a
40
Plugs 20 H
10
(Front View)

Number of Contacts

Sockets

(Front View)

9P Connectors Pin & Contact Arrangement

Number of Pins 9 Number of Contacts 9

Plugs Sockets

7P~ 9P Connectors (TCP8939 TCS7709) Pin & Contact Arrangement

Number of Pins

Number of Contacts 7 9

(oge>
000,01
)

Plugs Sockets

Specification for Standard Cords

A.ULStandards
UL2835(60°C 30V VW-1)
B.Shielding
Overall shielding,90% breided wire
C.Number of conductors
50r8
D.Color
Black(semigloss)
Gray #1 (lvory) semigloss
Gray #2 (lvory) semigloss
E.Cable Diameter
24.8mm

Reference:
Cable colors should be assigned according to pin numbers as shown below.

Number of Conductors

Ao 3 a 5 6 7 8
1 Red Red Red Red Red Red
2 White White White White White White
3 Black Black Black Black Black Black
4 Yellow Yellow Yellow Yellow Yellow
5 Blue Blue Blue Blue
6 Green Green Green
7 Brown Brown
8 Gray
5-conductor cable is used. 8-conductor cable is used.
Remarks (In case of 3 pin, unnecessary conductors to be cut.) (In case of 6 pin and 7 pin, unnecessary conductors to be cut.)




HOSgiDEN Products Lineup

Sockets
Contact Arrangements
Style hort Series No Photograph EMI | Snapit Switch Remarks
(mm) : 9 3|4 [5al5b|5¢| 6 | 7 |8al8b| Proof | Type
e

TCS7726 m O O O O

h=4.6

'
TCS7736 ‘ o o
9 - i
i j"“
TCS75018 O|O|O|O|O|0|0|0|0
TCS7930 O|0|0]0 O|0|10|0 O
TCS75019 O|0|0]0 O|10|0 1P-1T(N.C)
TCS7931 O|0|0]0 O|0|0 O | 1P-1T(N.C)
Horizontal
Style TCS75017 olololo| |o|lolo ol o

TCS7737-2[] O O O O O

h=6.5
TCS7927-7[1 o0 O|0|10|0 O
TCS7927-1[1 o0 O O O
TCS7927-5[] o0 O|0|10|0] O O
TCS7927-2[] o0 O|0|10|0] O O
TCS7927-6[] o0 O|0|10|0] O O
TCS7976 O O [1P1T(N.O)




HOSgiDEN Products Lineup

Unit:mm
Sockets
Contact Arrangements
Style hort Series No Photograph EMI | Snapit Switch Remarks
(mm) : grap 3|4 [5al5b|5¢| 6 | 7 |8al8b| Proof | Type
TCS7969 O O [1P1T(N.O)
h=6.5
TCS7959 O O 2P-2T
TCS7117 OO0 O O O
Horizontal Quick
Style h=6.5 |TCS72[12 O ol |o O
Lock
TCS72[ 6 O O O O O
TCS7934 O O
h=8 TCS7953 O O 2P-2T
TCS7939 o o Screw
Lock
Vartical
TCS7910 o100 O|0|0|0
Style .
\. Chassis
W — : Mount
Type
TCS7943 : O




HOSgiDEN Products Lineup

Unit:mm
Sockets
Contact Arrangements
hort . EMI | Snapfit .
Style (mm) Series No. Photograph 3| 4 |5al50|50| 6 | 7 |8algb| Proof | Type Switch Remarks
£=75 TCS7926 O O O
TCS76[8 o0 O|10|0
TCS7948 O 1P-1T(N.O)
=95 |TCS76[19 O
Vartical Quick
TCS71 O
Style cs71lle Lock
ﬂi[ TCS7808 o ololo|o Screw
Lock
TCS7935 O
£=13.5 TCS7932 O O O
TCS7949 1P-1T(N.O)
e=17 TCS7940 1P-1T(N.O)
TCS7908
TCS7909 © ol €@
with Cable -
TCS71[15 O O




Plugs & Sockets Mating Table

Unit:mm

Mating Plugs

Insulating Caps

Series No.

TCP8500

TCP8600

TCP8300

TCP7100

TCP7282

TCP7285

TCP7286

TCP8700

TPX4115

TPX3784

TCP9906

Photograph

)

\
\

4
4
)

g
:

s

TCS7726

TCS7736

TCS75( 18

TCS7930

TCS750 19

TCS7931

TCS750 17

TCS7737-2[ ]

TCS7927-7( ]

TCS7927-1[]

TCS7927-5 ]

TCS7927-2[ ]

TCS7927-6[ ]

TCS7976

TCS7969

TCS7959

O|O[O|O|O0|O|O|O[O|0|0|0|0O |0

E I S I S G B N O B B B I

TCS71L17

TCS72[ ]2

TCS72[ 16

TCS7934

TCS7953

TCS7939

TCS7910

TCS7943

| ® (% |0O|0O

# | % |O| % | *

TCS7926

TCS76[ 18

O

TCS7948

O

*

TCS76[ 19

O

TCS71L 16

TCS78[ 18

TCS7935

TCS7945

TCS7932

TCS7949

TCS7940

TCS7909

TCS7908

O|lO|O|O|O|O|O|#[#*|O|O|O|O|O|O|*%|O|O|*|*|*|O|O|O|O|O|O|O|O|O|O|O|O|O|O|O|0O

O|lO|O|O|O|O|O|#[#*|O|O|O|O|O|O|*%|O|O|*|*|*|O|O|O|O|O|O|O|O|O|O|O|O|O|O|O|0O

O|lO|O|O|O|O|O|#[#*|O|O|O|O|O|O|*%|O|O|*|*|*|O|O|O|O|O|O|O|O|O|O|O|O|O|O|O|0O

Fe [ K | K[ K| K[ K| R K| O K| K| K[ R % K[ K[ K| [O|O|O % [ % | % | % [% | %[ %% [% %[ %% ][%|%]%]%

Fe [ K [ K| K| K| K| K KO [ KK K| K| K| O | OO % || o [ [ [ %R H | K| K| K| K| K| K |

Fe [ K | K[ K| K[ K| R K| O K| K| K[ R % K[ K[ K| [O|O|O % [ % | % | % [% | %[ %% [% %[ %% ][%|%]%]%

Fe [ K | K[ K| K[ K| R K| O K| K| K[ R % K[ K[ K| [O|O|O % [ % | % | % [% | %[ %% [% %[ %% ][%|%]%]%

¥ |[*% | O|O|O0O|C|O|*

K| H|[R[H|%|[%]|%]|O

TCS71[ 15

*

*

*

O

Fe | K | K| K| K| K| K| KO KK KR K[ K KO KR R R KKK R KRR K| || K| |

OlO[O|OC|O|O[O[O[OC|O|O|O|O[C|O|O0|O|O|C|O|O|0|O|OC|O|O0|0|O|O|O|0|0|O0|0|0|0|0]|0

Notes)

“*”means physically fittable, but specification may not fully applied.




HOSIDEN

Moulded Type Straight Plugs

Unit:mm
TCP8500 Series
~
40
212 27
> 6 Z2A
8 goooo %
: H=+ -@-- - - C-—HH -
TCP8580 ] goooo
\_ J
TCP8700 Series Screw Lock Type
~
40
27 212
19 2A
Y Y
8 ‘@ <}_:F 00000 j an
2 - — | H-==-=f
TCP8780 T = [ 7[[ooone” Y
13
\_ J
Notes:
1. The TCP8500, TCP8700 series plugs are made by insertion molding with
cables. Plugs cannot be sold independently.
2. The insulation materials of the above products are recognized by UL
(94V-0).
3. Combinations with sockets
@ Please see Mating Table.
(@ The combinations of the 5P (a) plug and the 6P socket, the 8P (a)
plug and the 6P socket, and the 8P (a) plug and the 7P socket are not
designed for error connecting prevention.
4. Color: Black, Gray #1, Gray #2
Model No. Table
Pin Arrangement
Cord diameter A 3 4 5a 5b 5¢c 6 7 8a 8b
4.8mm
. TCP8530 | TCP8540 | TCP8550 | TCP8510 | TCP8520 | TCP8560 | TCP8570 | TCP8580 | TCP8590
TCP8500 Series
3.8mm
. TCP8531 | TCP8541 | TCP8551 | TCP8511 | TCP8521 | TCP8561 | TCP8571 | TCP8581 | TCP8591
TCP8500 Series
4.8mm
. TCP8730 | TCP8740 | TCP8750 TCP8760 | TCP8770 | TCP8780 | TCP8790
TCP8700 Series




Moulded Type Straight Plugs

Unit:mm
TCP8300 Series
~
43.6
30.6
12.6 6 A
o © . ‘g NI _DML S
TCP8380 NS
EMI-Proof 51056
\_ J
TCP7100 Series Quick Lock Type
~
43.5
13.6 6.7 22 oA
|
] BN
o o
) =Hlemls oy
| S f_)
TCP7180 ; |
EMI-Proof 2l0
\_ J
Notes:
1. The TCP8300, TCP7100 series plugs are made by insertion molding with
cables. Plugs cannot be sold independently.
2. The insulation materials of the above products are recognized by UL
(94V-0).
3. Combinations with sockets
@ Please see Mating Table.
(@ The combinations of the 5P (a) plug and the 6P socket, the 8P (a)
plug and the 6P socket, and the 8P (a) plug and the 7P socket are not
designed for error connecting prevention.
4. Color: Black, Gray #1, Gray #2
Model No. Table
Pin Arrangement
Cord diameter A 3 4 5a 5b 6 7 8a 8b
4.8mm
. TCP8330 TCP8340 TCP8350 TCP8310 TCP8360 TCP8370 TCP8380 TCP8390
TCP8300 Series
3.8mm
. TCP8331 TCP8341 TCP8351 TCP8311 TCP8361 TCP8371 TCP8381 TCP8391
TCP8300 Series
4.8mm
. TCP7130 TCP7140 TCP7150 TCP7160 TCP7180
TCP7100 Series




HOSgiDEN Moulded Type Right Angle Plugs

Unit:mm
TCP8600 Series A Type (Cord Drawing)
~
14
9
< -
TCP8680 —J - %3 7ZN\\0E
| : | |\
' Q ;'_2 ~
| | :
NNy n
28.95 211
\_ J
TCP8600 Series B Type (Cord Drawing)
~
14
9
TCP8685 —TEDN S — : — —
N o i ‘
™~ [s2]
B ) |
[
L L] - 0
21 28.95
\_ J
Notes:
1. The TCP8600 series plugs are made by insertion molding with cables.
Plugs cannot be sold independently.
2. The insulation materials of the above products are recognized by UL
(94V-0).
3. Combinations with sockets
@ Please see Mating Table.
(@ The combinations of the 5P (a) plug and the 6P socket, the 8P (a)
plug and the 6P socket, and the 8P (a) plug and the 7P socket are not
designed for error connecting prevention.
4. Color: Black, Gray #1, Gray #2
Model No. Table
Pin Arrangement
Cord drawing [Cord diameter A 3 4 5a 6 7 8a
AType 4.8mm TCP8630 TCP8640 TCP8650 TCP8660 TCP8670 TCP8680
TCP8600
Series | 3 8mm TCP8631 TCP8641 TCP8651 TCP8661 TCP8671 TCP8681
B Type 4.8mm TCP8635 TCP8645 TCP8655 TCP8665 TCP8675 TCP8685
TCP8600
Series | 3 gmm TCP8636 TCP8646 TCP8656 TCP8666 TCP8676 TCP8686




HOSgiDEN Assembly Type Right Angle Plugs

Unit:mm
TCP7282 Series Slide Lock Type
16.5 23 )
210.6 5
OOO B cg_ :l -_ -
= | &
[aV)
TCP7282-010105 ' o P:[
{Color:Black) ‘
i i
13.8 10
\ J
TCP7285 Series Push Lock Type
~N
19.5
125 10
210.6 6.5
3o o tEEL-
i 8
TCP7285-010105
{Color:Black) !
10 ' 24.8
L 9.5 )
TCP7286 Series Push Lock Type
— R
—EEEL
195
12.5 10
210.6 6.5
N\ e
TCP7286-010105 A o T
{Color:Black) — o
10 24.8
Y 25 Y,
*Combinations with sockets:TCS7187, TCS7282
Model No. Table
Pin Arrangement 4 6 8a
TCP7.282 TCP7262 TCP7282
Series
TCP7.285 TCP7245 TCP7265 TCP7285
Series
TCP7.286 TCP7246 TCP7266 TCP7286
Series

The TCP72[ ][] series plugs are equipped with a cables. (Plugs cannot be sold independently.)




HOSIDEN S-Video Cable
Unit:mm
.
. 212 0
211 §
@ L) L] -
AN | Bl L1 o YO i -
TPX4115 @ <= L] 5 T =
27 Lg
40
\ % Length “L” is on reguest. )
TPX3784 Series Screw Lock Type N
40
5 3 19 <
TPX3784 = T e
8 O000oo ooona
- Al 1T =y ==t
= ®
13 °

g

*Length “L” is on reguest.

— 11 —



HOSgiDEN S-Video Sockets

TCS7727
~N

9
5.4,
1.8 !
8-0.4 )
®© _‘Q
. ©|
TCS7727-142010 © ©| o0 o <
CID \4 © Q
(aV)
9 1 4 Ef Tl
214 2= 9
Hole Layout
(Bottom View)
\S J

TCS7748
~N

12.4
12
10 7_.,| 4208
€ “© 2-215
. L 413 1
TCS7748-5020177 5 = - 9
© ©
[Te]
3 S =
o |1 E
PCB Layout
(Top View)
\ Y,




Horizontal Sockets

Unit:mm
TCS7726 Series ./ Low-Profile PC Board Type h=4.6mm
~
10.8 )
? 29.2 125 o|©
),J'm ‘ ,’T" ° 9@ : = ‘_c’l\mE‘D
' T @I Coor r= o T " 4223
= Sl ® 3 Em E
A-Type B-Type “ \|/ Q
TCS7726-1620387 TCS7726-5622387 M2X0ATAP _11.0.9 min. ! N\ 6-20.9
EMI-Proof EMI-Proof Y 49
Hole Layout
9 3% Combinations with plugs: TCP8300 Series (Page 8) [TCS7726-5622387] (Bottom View) )
TCS7736 Series ./ Low-Profile SMT Type h=4.6mm
~
i 10.8 12.5 00
,‘ : " m $ M2.5X0.45TAP 62'2 9.8 min. i ZjLos
~ L o ! o 3
: lj;':: = ) p N t
. 0 i % Bl 0
o OMOW. _ k. '¢'f$%’z
A-Type B-Type T oo == [ 104 |
TCS7736-9420387 TCS7736-8623387 o 91
EMI-Proof EMI-Proof ﬁ‘ 17 141,16
PCB Layout
9 3% Combinations with plugs: TCP8300 Series (Page 8) [TCS7736-8622387] (Top Va;e\(/)vl)J )

Model No. Table

4 6
Contact Arrangement
Tcs7726 | A-Type (without Flange) TCS7726-1420387 TCS7726-1620387 TCS7726-1820387
Series B-Type (with Flange) TCS7726-5422387 TCS7726-5622387 TCS7726-5822387
Tcs7736 | A-Type (without Flange) TCS7736-9420387 TCS7736-9620387
Series B-Type (with Flange) TCS7736-8623387




HOSgiDEN Horizontal Sockets

Unit:mm
TCS75( 18,7930 Series h=6.5mm
~N
14 12.5
! ';I E"t"l‘g
© - 52 |,1,3 N
ol o "~ RENE s ©
< 0.9 | \__ 8209
TCS7930-18-401 M _ ) 17 26
M :?, Type A 6.8
Hole Layout
(Bottom View)
\ J
TCS75( 19,7931 Series h=6.5mm
~N
20.9
— ol 0 ';I E“t"f‘z—z
| 5 23 o
g’ |_|. - ""ZM\ 10-20.9
0.9
TCS7931-18-401 M L oe
Ty d
6.8
Hole Layout
(Bottom View)
\_ J
Contact Arrangement 3 4 5a 5b
wl<] [E w|<| |E ol 3] |E 0 Sl IE
TCS75(19.77931 Series|  o|mlF|® 2 T ol 27 |® }_‘3 R ol a7 ®) 3, T2 o|a|™|® }_Emﬂ
- sl [ MR 4, I3 - T 5f [T Ja - D@
NC NC NC NC
Hole Layout ca < o o
—y—(Bottom View) 0.9 13 ! 13 !
6.8 6.8 6.8 6.8
5¢ 6 7 8a 8b
oo o] FdE ol 2] dE o9
o|la| ™ 4,2, |,1,3 ©o|o|™ 4,2,(,1,3 oo™ 52 [,1,3
- DAING T 706l T s T 8l 7L fale
NC NC NC
COM COM COM
26 ! 09 0.9
6.8 2.6 2.6
6.8 6.8
TCS75[18/7931 series are same products as TCS75[ 19/7931 series without holes for NC and COM.
Model No. Table
Contact Arrangement 3 - - 5b - - 7 - 8b
Terminal a ¢ a
Type TCS75[_18Series | T0S7538-01-201 | TCS7548-01-201 | TCS7558-01-201 | TCS7518-01-201 | TCS7528-01-201 | TCS7568-01-201 | TCS7578-01-201 | TCS7588-01-201 | TCS7598-01-201
B | TCS75[19Series | T0S7539-01-201 | TCS7549-01-201 | TCS7559-01-201 | TCS7519-01-201 TCS7569-01-201 | TCS7579-01-201 | TCS7589-01-201
Type TCS7930Series | TCS7930-13-401 | TCS7930-14-401 | TCS7930-15-401 | TCS7930-11-401 TCS7930-16-401 | TCS7930-17-401 | TCS7930-18-401 | TCS7930-19-401
A | TCS7931Series | TCS7931-13-401 | TCS7931-14-401 | TCS7931-15-401 | TCS7931-11-401 TCS7931-16-401 | TCS7931-17:401 | TCS7931-18-401




Horizontal Sockets

Unit:mm
TCS75[_17 Series h=6.5mm
~
14.5 max. 2.2
14 2 3 | [8p07
e}
o B gt gt Bl
2 : penrociil
T3 00| JT N es0s
TCS7587-0121077 - 26 '
EMI-Proof o 6.8
o 13.5
Hole Layout
\_ (Bottom View) )
TCS7737-2[ | Series h=6.5mm
~N
14 12.9
N~
< |
o 1 E._dE . E®
o =l | st
a - 6 5]
TCS7737-2620887 - WD 28
- 6.8
EMI-Proof 135
Hole Layout
\_ (Bottom View) )
Contact Arrangement 3 4 5a 5b
N N~ N~ N~
< | < < | <
TCS757 /7737-2[ | E ZE £ | o nE__Eg__ £2 | ”E__Eg__, EQ e nE__EE__ ER
Series - B2 | et T i R T W gs [d1ge T Te2 ele2 Tt
g 4 3 5 4 5 4
0.9 ' 6.8 13 : 13 ;
Hole Layout 6.8 13.5 68 6.8
(Bottom View) 13.5 13.5 135
5¢ 6 7 8a 8b
N ~ ~ ~
< < < | <
E_JdE EW E _E Ew E _E Ew E E Ew
o2 T s | =, T ot | =|=| T8 'f},;m# S e
o117 35 a‘iocl o1 Tals AihOCH
b-o—
2.6 0.9 ; 0.9 : 0.9 :
5.8 2.6 2.6 i 2.6 i
135 6.8 6.8 6.8
13.5 135 13.5
Model No. Table
Contact Arrangement 3 4 5a 5b 6 7 8a 8b
TCS7517 Series | TCS7537-0121077 | TCS7547-0121077 | TCS7557-0121077 | TCS7517-:0121077 | TCS7567-0121077 | TCS7577-0121077 | TCS7587-0121077 | TCS7597-0121077
TCS7737-2L1 Series TCS7737-2420887 TCS7737-2620887 TCS7737-2820887




Horizontal Sockets

Unit:mm
TCS7927-[ | 1-401 Series h=6.5mm
~N
14.5
1.5
[To}
© A-Type
i - o
@ o & ) 5
= g ) I2.2 I
Tﬁ o~ 3 ""-ﬂEﬁ%Hﬁ
o 52 [1,3
A-Type B-Type o EaircireN
TCS7927-5841177 TCS7927-78-401 © 0.9 8-20.9
EMI-Proof 26
TCS7927-5841177
6.8
14 M3X0.5 TAP 5 14.5 13.85
Hole Layout
~ (Bottom View)
S p
) i =
[}
[e¢] o]
i s
P B-Type
A-Type B-Type U ﬂ i 0
TCS7927-2801177 TCS7927-18-401 i ST
EMI-Proof TCS7927-2801177 o o _E’E'gtzsz
16 i 73?406_;
AE:I 14.5 0.9 \ 8-20.9
14 15 2.6
- = 6.8
/r\ =] <]z} «© o
U 0 o [N
b - Hole Layout
_jJTﬂ? (Bottom View)
A-Type 22.65 ©
TCS7927-6821177 &
EMI-Proof
J
Contact Arrangement 3 4 5a 5b
0 0
- ——-f Rt RRRl
TCS7927- -401 Series < ':E‘TEL'?E £ E < | rEL,iE £ E
g ~ -[_ 1 é_ g ~ 'I_ 3 1 é_
Hole Layout N * ? N ? .
ole Layout @ @ 1.3
(Bottom View) 68 P
13.85 13.85
5¢ 6 7 8a 8b
0 0 0 0
S R S 1—— ----- " R R [__ ----- foooo
< E E E <| 4 E E E < E E E < | E E E
3'\—?%43?&— 3'\—:&; 4 13d5— 3'\‘[—:@ squ.ad]_ 3L g ‘l3E|]
- 7 | 5 . 7 5 N 8ll7lale 5 IS_T‘,le_
) ™| 0.9 ™| 0.9 | (0.9
26 2.6 2.6 2.6 )
6.8 6.8 6.8 6.8
13.85 13.85 13.85 13.85
Model No. Table
Contact Arrangement 4 5a 6 7 8a 8b
TCS7927-74-401 | TCS7927-75-401 | TCS7927-76-401 | TCS7927-77-401 | TCS7927-78-401 | TCS7927-79-401
TCS7927.0 | -401 TCS7927-14-401 | TCS7927-15-401 | TCS7927-16-401 TCS7927-18-401
'_ : TCS7927-5441177 | TCS7927-5541177 | TCS7927-5641177 | TCS7927-5741177 | TCS7927-5841177 | TCS7927-5941177
Series TCS7927-2401177 | TCS7927-2501177 | TCS7927-2601177 | TCS7927-2701177 | TCS7927-2801177 | TCS7927-2901177
TCS7927-6421177 | TCS7927-6521177 | TCS7927-6621177 | TCS7927-6721177 | TCS7927-6821177 | TCS7927-6921177




Horizontal Sockets

TCS7976 Series

TCS7976-14-201

Arrangement

h=6.5mm

Unit:mm

Separate Cover

1.5 10
1
3 =E= Y
Y

0.7

5,

m
N>
Y- e

N\ 4-20.9

9.5

4

Tﬁﬁ
o o T
2.2

Hole Layout
(Bottom View)
Note: The cover consists of two parts allowing it to be used as a 1P-1T switch when a plug is
inserted.
\_ J
TCS7969 Series . Reverse key groove type h=6.5mm
~
Separate Cover
1.5 10 0
1 R S I,
- 0.7
H E E
[T 2 o=
[} o [To) < @'4 2' oy
TCS7969-14-101 o = - o N
0[] ;g 4-20.8
] ol L7
Arrangement 0| 8.6
™
|
Q| © Hole Layout
3O | © (Bottom View)
Note: The cover consists of two parts allowing it to be used as a 1P-1T switch when a plug is
inserted.
\_ J
TCS7959 Series h=6.5mm
~
With Switch(2P-2T)
- 2.9
14 23.5 - S
7 15| . 8 — :
o ~ e
o) 2 Al
TCS7959-14-201 i) ) CRC IS
~ o N.C -
[T— coM ¢
10-20.9 N.O v
Arrangement x % ':W 5
” U U ” ” ” Hole Layout
(Bottom View)
\_ J




HOSgiDEN Horizontal Sockets

Unit:mm
TCS7934 Series h=8mm
N
SEE TABLE 7 12
TCS7934-01-201 2 ‘O 15,1,
L 1
= [aV)
S S -
[ee]
[T
[To}
o 2
i it
2.9 3
gl\ 2] 1'8.
_ 3l
g 06| | 4-20.9
Arrangement 16 34
@22 | TCS7934-01-201 e
22.6 | TCS7934-01-211 ~Botiom View)
\_ J
TCS7953 Series h=8mm
N

With Switch(2P-2T)

14 23.5
SEETABLE | 7 15, 8
TCS7953-14-201
©
00
e
L
)
)
Arrangement
22.2 TCS7953-14-201 Hole Lavout
__Hole Layout
22.6 TCS7953-14-211 (Bottom View)
. J

Notes:
1. Combinations with plugs
(® Can be fit with the TCP8500 series, the TCP8600 series, the TCP8300 series and TPX4115.
(@ Connection with the TCP7100 series is possible, but some specifications are not applicable.
Please inquire concerning special specification.




Vertical Sockets

TCS7926 Series

£=75mm

Unit:mm

75 9.4
65 421 4.8
e o
[{e] [ce]les]
- o ]Sl
3 o=
o
=—— el
5.6
TCS7926-15-301 4 g‘ 5209
2.6 X
S Hole Layout
\_ (Bottom View)
TCS76[ 18 Series £=9.5mm
0.7
95 |, . 35 = o 7 ] 2l
8 E E
1)1 i 45&5
0.1
2 N D K N
8 4.6 20.9
= 5.6
TCS7688-01-201 9.4
Hole Layout
\_ (Bottom View)
Model No. Table
Contact Arrangement 5a 6 8a
9.4
© 48, Blm © 4.8 o 8 4.8 ©
'_-—jssus ot '_.-——dgsrﬁjs E B :% 8 i
Hole Layout S BTa El ol I OF '_|r
(Bottom View) N EEIKE ol T ] s el AN | [
ailS 5.6 als 56| | = et 13 o
[aV) +
9.4 9.4 5.6
TCS7926 Series TCS7926-15-301 TCS7926-16-301 TCS7926-18-301
Model No. Table
Contact Arrangement 3 4 5a 5b
o Q © Q
"3 T A 3 4 - 4 5 - 4 5
mEL! 2mE mE, 1 2mE mE,[2 3mE mE,[2 3mE
Hole Lavout S s} o i) t : i1} i T i i i
__Hrole Layoul : < 46 1 1]
(Bottom View) ol "oa sl I'ss slel T 1S T
9.4 5.6 5.6
9.4 9.4
TCS76[ 18 Series TCS7638-01-201 TCS7648-01-201 TCS7658-01-201 TCS7618-01-201
Contact Arrangement 6 7 8a 8b
©Q Q 2 ©Q @ ot 2
T 15 | s - Sl 7 T s 6.4 8 . 6 7 T
_{1E 31 AmE v _r1E]31 4E|E | _mEIs %‘kr}E mE 3 4=1é§[-|5
1,1y N 1 bl 2
Hole Layout < THRU8 < e 1L 18 < X < /0 <
(Bottom View) alof | a6 | |« aie| | [Lae | [ «|S| |1 13 «i[s| 1 130
5.6 5.6 4.6 4.6
9.4 9.4 5.6 5.6
9.4 9.4
TCS76[ 18 Series TCS7668-01-201 TCS7678-01-201 TCS7688-01-201 TCS7698-01-201




HOSgiDEN Vertical Sockets

Unit:mm
TCS7948 Series £=9.5mm
~
Separate Cover
214 9.5 3.5
1 1
@
o
|H [
)
I E
TCS7948-01-201 '
Note: The cover consists of two parts allowing it to be used as a 1P-1T switch when a plug is
inserted.
Hole Layout
\_ (Bottom View) )
TCS7940-0120177 £=17mm
~
With Contact for Switching
H h ~— - 9
H P:rf; o g 2 6.8 N
H — 5 sl ® I S
, — = ZIN = et b
With Contact for Switching 2 A FRONT PANEL 3 A A L
15 4 B 24| B\ 3| & o
1 2 2 )|
E (8]
5-21
0 O
Note: The coverl%and contactl%can be used as a 1P-1T switch when a plug is inserted. Hole Layout
\_ (Bottom View) )
TCS71[ 16 Series Quick Lock Type £=9.5mm
~
With Contact for Switching
_ 3-20.9
o — \ 2
= & -
| <[E 2
214 o
TCS7136-01-201
Notes: __Hole Layout _
1. Combinations with plugs (Bottom View)
@ Can be fit with the TCP7100 series.
(@ Connection with the TCP8500 series, the TCP8600 series and the TCP8300
series are possible, but some specifications are not applicable. Please
inquire concerning special specifcation.
(® The combinations of the 6P socket and the 5P (a) plug, the 6P socket and
the 8P (a) plug, and the 7P socket and 8P (a) plug are not designed for error
\_ connecting prevention. )
Model No. Table Model No. Table
Contact Arrangement 4 6 Contact Arrangement 3 8a
© x | o)
A . 5| L6 9.4 ! - 617 8 ™
[] 31. 4 ]E__ . 5.6 ___% :i 4~2¥$E_>
Hole Layout w1 | L s Hole Layout pa ® ~<]01 [ «
(Bottom View) 4 46 (Bottom View) :*:EH‘ = el 13 N
<] <E 1 E
5.6 S
9.4
TCS7948 Series | TCS7948-01-201 TCS7948-16-201 TCS71[16 Series | TCS7136-01-201 TCS7186-01-201




Vertical Sockets

Unit:mm
TCS76[ 19 Series £=9.5mm
~
(19)
95 , , 35 o4 pot
212 222 15 [y, 2 s 46
~| = . / x
L] T ES Tal o % 2
/ <§< = ~ 31 ?
TCS7689-5120177 N Y/ N = 04
\/ i 1 1.3\_8-20.9
5.6
Hole Layout
\_ (Bottom View) )
TCS7935-14-201 £=13.5mm
13.5 35 )
9.5
35
1.5 2-21
22.2 4-20.9 46/ 0
/ T N
yany yany
| Lo (PR y 5= YE[T 2 |E Tl
s D) s C— <
N - ) = 5.6 ©
_A'/ L] -
(19)
Hole Layout
\_ (Bottom View) )
Model No. Table
Contact Arrangement 4 8a
© o
. 6l7,8
o as
Hole Layout o | ]2 <
(Bottom View) ol | A 1.3
< 4.6
o
5.6
9.4
TCS76[ 19 Series TCS7649-5120177 TCS7689-5120177




Vertical Sockets

TCS7932 Series

TCS7932-14-211

Notes:
1. Combinations with plugs

(¥ Can be fit with the TCP8500 series, the TCP8600 series, the

TCP8300 series and TPX4115.

@ Connection with the TCP7100 series is possible, but some
specifications are not applicable. Please inquire concerning

special specification.

(® The combinations of the 6P socket and the 5P (a) plug, the
6P socket and the 8P (a) plug, and the 7P socket and 8P (a)

Unit:mm
£=13.5mm
. ™
o
5.1
| 2-21.1 a6
| - =
' ® 2 E
8V} —
o ¥ o = =
4.6 2
4-20.9
6.8 +—9.4— —
ol w Hole Layout
® T | (Bottom View)
77 -
7 |_Chasis thickness : 2mm
[Te]
9]
Contact Arrangement 4 5a 8a
1 5.6
< : 1.3 1
1 S 3 12 g S 0L &
QA
Hole Layout IZ - - o bl ©
—_— 4 [ 3 E E 4 E E
(Bottom View) T = =[—+|
4.6 © 4.6 o) 16
56 [ 156 [~ o 4. !
9.4 9.4 - 94
TCS7932 Series TCS7932-14-211 TCS7932-15-211 TCS7932-18-211

plug are not designed for error connecting prevention.

\_ J
TCS7949-01-202 REEEu
212 A )
9 3
5 5.1
_|‘—-| 5.6
| <
) ! \ 2 e °
o ' —
s & A& :t = I - 4
] / - 4.6 i
1 o D
| i 68 2-31.1 9.4 4-20.9
3
| 6.7
| N 3 | < Hole Layout
| (Bottom View)
0 7 41[‘ ' C
- L
e | | ‘ Chasis_thickness : 2mm
Note: The cover consists of two parts allowing it to be used as
3 a 1P-1T switch when a plug is inserted.
\_ J




HOSgiDEN Chassis Mount Type Sockets

Unit:mm
TCS7910 Series
14.7 )
14 9.5
1.5 2
l -
8 o i 2
g T N Q
TCS7910-18-201 555 - )
Il TCS7910 series with cords.
The TCS7910 series sockets equipped with cables are available as the
TPX series. The following standard models are available. Regarding the
length and color of the cable, please contact us.
Notes: 1. Applicable wire size: AWG #26 (UL1061)
The size of grounding wire is AWG #22.
2. An M3 round terminal ( ) can also be used as a
grounding terminal.
1. Model No.TPX3212 2. Model No.TPX3213 (TCS7910 Series —
(TCS7910 Series — TCS7910 Series) Solder-plated at the Lead Ends)
’ ¢ ) ) 0
f f
TCS7943 Series
~
o
®
TCS7943-01-0100
8V | <
{ER 5 !
g - - ’EC Chasis_thickness:2mm
18 max.)
. J

Model No. Table

Contact
Arrangement

(Front View)

ngzg;o TCS7910-13-201 | TCS7910-14-201 | TCS7910-15-201 TCS7910-16-201 | TCS7910-17-201 | TCS7910-18-201 | TCS7910-19-201

TCS7943
Series TCS7943-01-0100

Notes:
1. Wires are connected to the contacts by crimping.
2. Applicable wire size: AWG #26~#30
Finished outside diameter: 1 mm max.
3. The socket is equipped with a cable.
Regarding the length and color of the cord, please contact us.
4. The contacts are optional. To crimp the contacts, a special tool is required.
5. Combinations with plugs
(D Can be fit with the TCP8500 series and TCP8600 series.
@ The combinations of the 6P socket and the 5P (a) plug, the 6P socket and
the 8P (a) plug, and the 7P socket and 8P (a) plug are not designed for
error connecting prevention.




Sockets with Cable

TCS7909. TCS7908 Series

g

>

TCS7909-18-0100

Unit:mm

50

39

J P

R

Model No. Table

Contact Arrangement

Suitable Cable Dia A

Color

4

5a

6

8a

8b

4.8 mm
TCS7909 Series

Black

TCS7909-14-0100

TCS7909-15-0100

TCS7909-16-0100

TCS7909-18-0100

TCS7909-19-0100

Gray#1

TCS7909-14-0200

TCS7909-15-0200

TCS7909-16-0200

TCS7909-18-0200

TCS7909-19-0200

Gray#2

TCS7909-14-0300

TCS7909-15-0300

TCS7909-16-0300

TCS7909-18-0300

TCS7909-19-0300

3.8 mm
TCS7908 Series

Black

TCS7908-14-0100

TCS7908-15-0100

TCS7908-16-0100

TCS7908-18-0100

TCS7908-19-0100

Gray#1

TCS7908-14-0200

TCS7908-15-0200

TCS7908-16-0200

TCS7908-18-0200

TCS7908-19-0200

Gray#2

TCS7908-14-0300

TCS7908-15-0300

TCS7908-16-0300

TCS7908-18-0300

TCS7908-19-0300

Notes:

1. Wires are connected to the contacts by crimping. The type of the contacts are

shown in the table below.

2. The insulation materials of the products are not recognized by UL but products

with insulation materials recognized by UL are also available.
Please contact us for details.

3. The socket is equipped with a cable.

4. The contacts are optional. To crimp the contacts, a special tool is required.

5. Combinations with plugs

(D Can be fit with the TCP8500 series and TCP8600 series.

@ The combinations of the 5P (a) plug and the 6P socket, the 8P (a) plug, and

the 6P socket, and the 8P (a) plug and the 7P socket are not designed for

error connecting prevention.

Notes:

1. Combinations with plugs: TCP7100 Series
2. The TCS71LJ5 series are sold as products with cable (TPX series).

Please see Drawing and Specification for details.
3. Color: Black, Gray #1, Gray #2

Part No.of Contact | Applicable Wire Size | Finished Outside Diameter 5a 6,7 8a 8b
TCS9200-10-010 AWG #26~30 21 max. All All All All All
TCS9200-11-010 AWG #22~24 1.3 max. All All 3,4,5,6 3,5 3,5
TCS71[]5 Quick Lock Type
~
55.5
415
12.6 5.5 1 .5
ln) v
TCS7185-210105 @ - SR A1
, ] o AR
\_ J
Model No. Table
Contact Arrangement 4 6 8a
TCS71[ 5 Series TCS7145-210105 | TCS7165-210105 | TCS7185-210105




HOSgiDEN Horizontal Sockets (Quick Lock Type)

Unit:mm
TCS71[]7 Series h=6.5mm
~
~ S
14 14.5 max. “l —
‘_m_"’.[ £ el E 0.7
=[] 5 2-.-_1 3
fhtde | o
: @ B _ 0.9 o
i N 2 2.6 ' 8-20.9
L ! 6.8
TCS7187-012177 13.5
EMI-Proof 3 Hole Layout
\_ (Bottom View) )
TCS72[ ]2 Series h=6.5mm
~
I
§ 22,5
12,5 T el E 07
+[CO % L
8, AL6 | oy
e i - 09 ~
2.6 8-20.9
"—“’“‘ ITT 6.8
TCS7282-0121177 o 135
EMI-Proof o Hole Lay_out
\_ (Bottom View) )
TCS72[ 16 Series h=6.5mm
M3X0.5 TAP )
o 14.6 =
;3\ o 13 |2 g[m'l_g__eE_ ‘E 3-22.3
N | I . DGIOC
1 — 0.9 \ | 8-20.9
e = o 2.6
v b '(‘2 E — - F— 6.8
e i o B 13.5
TCS7286-0124177 -
EMI-Proof Hole Layout
9 2 (Bottom View) )
Notes:
1. Combinations with plugs
@ Can be fit with the TCP7100 series.
(@ Connection with the TCP8500 series, the TCP8600 series and the TCP8300
series are possible, but some specifications are not applicable. Please inquire
concerning special specification.
(® The combinations of the 6P socket and the 5P (a) plug, the 6P socket and the
8P (a) plug, and the 7P socket and 8P (a) plug are not designed for error con-
necting prevention.
Contact Arrangement 3 4 6 8a
~ E E ® ’\-E.EEEI. < E @ S E IE E
Hole Layout = 31“_13: - mI = 3: - o™ .i‘: ; E ols mI_ e
(Bottom View) 09 ek PXILAIING ol 6
TCS71[ 7 Sereis 6.8 135 3 2
135 135 135
TCS71[ 17 Series TCS7137-012177 TCS7147-012177 TCS7167-012177 TCS7187-012177
Contact Arrangement 4 5a 6 8a
’\-E'EE”?I oS E E E TS . S E IE E
Hole Layout ::3“_—-—; ot Me :g[ml gt e _E-E isE :3m1_ s
(Bottom View) ' o8] o LAl e PR
TCS72[ 2 Sereis 135 ek le. 68l
13.5 135
TCS72[ 12 Series TCS7242-0121177 TCS7252-0121177 TCS7262-0121177 TCS7282-0121177
Contact Arrangement 4 5a 6 8a
fofofol E 1€ |E TofofolE € |E 'c»_[c”-["-I_E'EE Tl E JE [E
Hole Layout §gmm e Eg“’"’ o B ey v smee ;g"’m AT
(Bottom View) 4L6_B_3 S 1 PXIRAUBE 0.9 éff ﬁt? 26
TCS72[ 16 Sereis \ S8 |6.8] 8
13 13 135 T35
TCS72[ 16 Series TCS7246-0124177 TCS7266-0124177 TCS7266-0124177 TCS7286-0124177




HosgiDEN Horizontal Sockets (Quick Lock Type)

Unit:mm

TCS61L10 Series NAERsluliy

15 14

5.5

13.5

6.5

TCS6180-0110177
EMI-Proof

Ym

6
7z
2.5

6.8 8-20.9
75
14.3

3.5

Hole Layout
Bottom View
\_ ( )

TCS61[_16 Series NEEIuln

M2.6%0.45TAP 7

5.5

13.5
6.5

TCS6186-0123177
EMI-Proof

a
53]

g7

8.5

Ym

11

o

35

25

6.8 8-20.9
75
14.3

Hole Layout
Bottom View
\_ ( )

Notes:

Combinations with plugs.

1. Can be fit with the TCP6100 series.

2. The combinations of the 8P (a) plug and the 7P socket are not designed for
error connecting prevention.

Contact Arrangement
w | E E E w | E E E w | E E E w | E E E w | E E E
T 2l al [T e Tae |71 42.1,1,3 i 4,2 | 1,3 b 52 | 1.3
Hole Layc_:ut 4 3 5 4 6, 5 7 5 87 1416
(Bottom View)
6.8 25 25 2.5 2.5
75 6.8 6.8 6.8 6.8
14.3 7.5 75 75 75
14.3 143 14.3 14.3
TCS61[ J0 Series | TCS6140-0110177 | TCS6150-0110177 | TCS6160-0110177 | TCS6170-0110177 | TCS6180-0110177
TCS61[ ]6 Series | TCS6146-0123177 | TCS6156-0123177 | TCS6166-0123177 | TCS6176-0123177 | TCS6186-0123177




Plugs (Quick Lock Type)

Unit:mm
TCP6100 Series Plugs
N
13
ol < ;
& / < - — N =
MEN_ o 2o I _@Hﬂﬂﬂm::@ 5 i
o - [N [N '
TCP6180-0111267 N\ o VI U RO00000 NS
: 4.8
6.2 24.3
35.5
49.5
\_ J
Contact Arrangement
Suitable Cord
Dia. A Color
48mm | Black | TCP6140-1111267 | TCP6150-1111267 | TCP6160-1111267 | TCP6170-1111267 | TCP6180-1111267
TCP6100 |Gray#1| TCP6140-1112267 | TCP6150-1112267 | TCP6160-1112267 | TCP6170-1112267 | TCP6180-1112267
Series  |Gray#2 | TCP6140-1113267 | TCP6150-1113267 | TCP6160-1113267 | TCP6170-1113267 | TCP6180-1113267
Notes:

1. Wires are connected to the contacts by soldering.
2. Parts, not assembled, are sold in a set. For the package style, refer please the specification.
3. Combinations with sockets
@ Can be fit with the TCS6100 series.
(@ The combinations of the 8P (a) plug and the 7P socket are not designed for error connecting prevention.




Sockets with Cable (Quick Lock Type)

Unit:mm
TCS61[ |5 Series Quick Lock Type
N
415 14
5.5 30.5 fr“)
] o
TCS6185-011125 1 -
_ J
Contact Arrangement 6 7 8a
] ] ]
6 5 7 5 8 76
Sult?)l?laeACord Color 4&3% %3 %gg
’ == == ==
4.8mm Black TCS6145-011125 TCS6165-011125 TCS6175-011125 TCS6185-011125
TCS61[ 15 | Gray#1 TCS6145-011225 TCS6165-011225 TCS6175-011225 TCS6185-011225
Series | Gray#2 TCS6145-011325 TCS6165-011325 TCS6175-011325 TCS6185-011325

Notes:

1. Sockets are equipped with a cable. (Sockets cannot be sold independently.)

2. Wires are connected to the contacts by crimping. The types of the con-
tacts are shown in the table below.

3. The contacts are optional. To crimp the contacts, a special tool is re-

quired.

4. Combinations with plugs
@ Can be fit with the TCP6100 series.
(@ The combinations of the 8P (a) plug and the 7P socket are not de-
signed for error connecting prevention.

Part No. of Contact | Applicable Wire Size | Finished Outside Diameter 6 7 8a
TCS9200-10-010 AWG #26~30 21 max. All All All
TCS9200-11-010 AWG #22~24 21.3 max. 3~6 3~7 3~8




Sockets (Screw Lock Type)

Unit:mm
TCS7939-1440177 h=8mm
~N
14 X
7 Mx30.5 TAP 3.5 I 8.8
TM 13.5X1
I 2
i ©
- T-—T1 ¥
[N
EMI-Proof T )
Hole Layout
\_ (Bottom View) )
TCS78[ 18 Series £=9.5mm
~N
17 9.5 3.5
216 3.5 15
20.8 DIP POST 2 o WPl
mEJ3 [4 15mE
T 2T
N| < 0.1 <
_— (8}
S| 1.3 8-20.9
4.6
5.6
TCS7888-0110177 0135 TMH3.5x1 24
EMI-Proof A =X
Hole Lay_out
\_ (Bottom View) )
Notes:

1

Combinations with plugs

(@ Can be fit with the TCP8500 series, the TCP8600 series, the TCP8300 series, the TCP8700 series and TPX3784.
(@ Connection with the TCP7100 series is possible, but some specifications are not applicable. Please inquire concerning special specification.
(® The combinations of the 6P socket and the 5P (a) plug, the 6P socket and the 8P (a) plug, and the 7P socket and 8P (a) plug are not designed for error

connecting prevention.

Model No. Table

Contact Arrangement

3 4 5a
o @ @
3 T 3 4 T 4 5
E| 1 2[]E mE[1 2[}E mE[2 3mE
: i * E— i}
| &
Hole Layout 3 56 3 46 o |1

(Bottom View) 0.4 5.6 Nls 4.6
9.4 5.6
9.4

TCS78[ 18 Series

TCS7838-0110177

TCS7848-0110177

6 7 8a 8b
©| < ©| o © ?_’ © o
- 5 6 o - 516 ,7 T - 6 . 6 7 T
"_=E E[3 4mE mE.[3 4mE mEJ[3 M4 [5mE mEJ3 [4 mE

3 T b2 1] 53 ) T, 12 o o 7 H 5 A
SR IE RS EIE: el [T NERE i3 N

aijo 4.6 ails 4.6 N ailo i = aijls| |1 1.3
56 56 46| | = 46| | &

9.4 9.4 5.6 5.6

9.4 9.4

TCS7868-0110177

TCS7878-0110177

TCS7898-0110177




HOSgiDEN 7P Connectors

Unit:mm

TCP8939-27

EMI-Proof

43.6
30.6

210.6

@4.8

[an)
a

[}
@8.95

|

I
EI:III:IZI
III‘III
0 | O
T, [
|II|I:IJ

L

12.6

Color: Black, Gray#1, Gray#2

Plugs are equipped with a cable. (Plugs cannot be sold independently.)

g

TCS7709-2721887

13.8 12.5

EMI-Proof

11
m
Y
¢
4.7
m
M
7
m
Y
U
5.5

—C
2 ,1\ \_3-22.28

7-20.9

2.49
= &
©
&

5.42

13.5

Hole Layout
(Bottom View)




HOSgiDEN 9P Connectors

Unit:mm
TCP8939-29
~
EMI-Proof
43.6
30.6
210.6 6 .5 248
— |
\
Tdo sl I | “HH HHEBEE | — : ©
°d, ® H % AEEEB 3 o
I
1é.6
Color: Black, Gray#1, Gray#2
Plugs are equipped with a cable. (Plugs cannot be sold independently.)
\_ J
TCS7709-2921887
~N

13.8 12.5

EMI-Proof

\Em

\_3-22.28

11
m
N

m
M
U

..

. l’l

oayovm
Pany

2.49

-
4\
0.
2
6.8
5.42

13.5

9-20.9

Hole Layout
(Bottom View)




HOSgiDEN 9P Plugs (Moulded Type)

Unit:mm
TCP8920 Series
~N
40
27
6., e BA
% o
3 [ @_ _
TCP8920
Suitable 4.8 mm | TCP8920
Cord Dia.A | 3.8 mm | TCP8913
L | Combinations with sockets: TCS7913, TCS7928, TCS7712, TCS7717 | Color: Black, Gray#1, Gray#2 )
TCP8926 Series
~N
= 6 40
211.5 5 22 2A
— r
[T} e
00ooo ©
TCP8926 2 e - 3
| gupul
Suitable 4.8 mm | TCP8926 —
Cord Dia.A | 3.8 mm | TCP8923
L | Combinations with sockets: TCS7913-43, TCS7963, TCS7717 | Color: Black, Gray#1, Gray#2 )
TCP8942 Series
30 A
7 20
J % 5 \‘/Jiilﬂﬂ
(3]
a
TCP8942 = -—ﬁ%-—-—-—?—
Can be also available for 3.8 Dia.Cable. » I o
2\ :g g
® Il
| Combinations with sockets: TCS7913 | Color: Black
. J
TCP8943 Series
30 )
7 20
[s2]
[
TCP8943 = — ._ﬁ%._._._y_
Can be also available for 3.8 Dia.Cable. - I o
8V © g
©
Kl sl
| Combinations with sockets: TCS7913 | Color: Black
Plugs are equipped with a cable. (Plugs cannot be sold independently.)
\ J




9P Sockets

TCS7913-01-201

Unit:mm

12.5

11.5

12.9

6.5

3.5

L | Combinations with plugs: TCP8913, TCP8920, TCP8926, TCP8923 % )
TCS7913-4320177
~
15 13.5 max.
14 2 =
o 5 2.2E i 2-0.7x2.5
o) ™ 'Lr_) - = -
N SEapi- I o - % 20 of 2-0.7x2.2
EMI-Proof S P07 o% Tt T
I Wiy 909
© — 0.7
b 1.3
4]
8
14.5
9 | Combinations with plugs: TCP8923, TCP8926 (Bottom View) )
TCS7928-0120177
~
0 o
o o
EMI-Proof é
0
(o2}
8
14.5
L Combinations with plugs: TCP8923, TCP8926 (Boouimav%:,v) )




Bee =N 9P Sockets

Unit:mm
TCS7712-0120177
~
12.7
14 2
| N q
0 S E i_ 3
] @ | = {]_. -+
&g EE =0 [ 65 2641431 1 o7
© 9684 1d0ib% e
| " U H ﬁ 0.7 \ 9-30.9
0 1.3
@ 4
8
13.5
L | Combinations with plugs: TCP8920, TCP8913 % )
TCS7963-01-201
~
9.5 3.5
1 1
:_ 0 10.2
= o 26| | 27
? 8 0.7
1 52
~| ~ E 7 |8 |9 E 2-21
A P e
U3 ; D=
IhiaN
- b 9-20.9
i 1.4 1.2
<| O UL
o 2.6
6.8
L | Combinations with plugs: TCP8920, TCP8913, TCP8926, TCP8923 | o )
TCS7717-010105 Sockets with Cable
~
55.5
415
5.5 30.5 252
= (=
I — S
= »
Notes:
1. Plugs are equipped with a cable. (Plugs cannot be sold independently.)
2. The contacts are optional. To crimp the contacts, a special tool is required.
Please see specification for details.
Combinations with plugs: TCP8920, TCP8926
Color: Black, Gray#1, Gray#2
\_ J




HOSgiDEN 10P Plugs (Quick Lock Type)

Unit:mm

TCP8938 Series (A Type)

43.7
33.7

211.6 6.7, 5

14.6

o o
|

29.95

0 O

25.5

|
= | o )
EMI-Proof = Ul 3 \yj

14.6
Arrangement Color: Black

Plugs are equipped with a cable. (Plugs cannot be
sold independently.)

[ Combinations with plugs: TCP7705, TCP7718

\_ J
TCP8948 Series (A Type)
N
23
6 .5
3 8
TCP8948-210105 ‘ ‘ N
T
Arrangement LicJ
25.5
o° 14.4 7 10
[ combinations with plugs: TCP7705, TCP7718 | Color: Black, Gray1, Gray2
\_ J
TCP8949 Series (A Type)
N
21
1
6.5
§ o =BT
TCP8949-010105 N
Arrangement LL
o8 -090
ot 2
01020
[ combinations with plugs: TCP7705, TCP7718 | Color: Black
\_ J




HOSgiDEN 10P Sockets (Quick Lock Type)

Unit:mm
TCS7705 Series (A Type)
~N
SEE 14 13 max.
TABLE 7 ,
- 10 1.3 min. ||,
(+2]
j==1 = 0
()]
n (-] (-]
el 00
TCS7705-0120177 P 000
EMI-Proof »
Arrangement 3
M 2.6x0.45 TAP | TCS7705-0121177
M 3x0.5 TAP | TCS7705-0120177
L | Combinations with plugs: TCP8938, TCP8948, TCP8949 | % )
TCS7718 Series (AType) Reverse key groove style
~N
™
1 ® ] SEE 14 13 max.
{'\- TABLE . _
0 1.3 min.
i 13min. J|
Q]/ P
— W
. '. m LY
0 %60 ®
o YY) ﬂ
- o 00,
TCS7718-0120177 ]
ol
Arrangement )
L | Combinations with plugs: TCP8938, TCP8948, TCP8949 | % )
TCS7715 Socket with Cable (A Type)
~N
55.5
41.5
55 30.5 25.8

NI

TCS7715-010105 | Combinations with plugs: TCP8938

Color: Black, Gray#1, Gray#2
Notes:

1. Plugs are equipped with a cable. (Plugs cannot be sold independently.)
2. The contacts are optional. To crimp the contacts, a special tool is required.
Please see specification for details.

Arrangement




HOSgiDEN 10P Connectors (Quick Lock Type)

Unit:mm
TCP8945 Series (B Type)
~N
43.7
TCP8945 33.7
EMI-Proof 2116 67,5 2535
I
.:-z B 16
| S ,_)

8

[}

[N
Arrangement Color: Black

Plugs are equipped with a cable. (Plugs cannot be
sold independently.)
| Combinations with Sockets: TCS7721 |
\_ J
TCS7721 Series (B Type) Reverse key groove style
~N
[’ r. ol
TCS7721-5120177
EMI-Proof 13 max.
0
2 [te) © ﬂ
© ™
Arrangement
9 | Combinations with plugs: TCP8945 % )




10P Connectors (Quick Lock Type)

TCP8946 Series (C Type)

Unit:mm

-

TCP8946-010105

Arrangement

34

273

4.5

13
5.8
9.95

24.8

| Combinations with Sockets: TCS7722

Color: Black, Gray#1, Gray#2

—
B F—1

Plugs are equipped with a cable. (Plugs cannot be
sold independently.)

210.8

g

TCS7722 Series (C Type)

TCS7722-7120177
EMI-Proof

13.5

3.5

Arrangement

M 2.6x0.45 TAP | TCS7722-7121177

14 13 max.
9.5 SEE 1.3 min.
TABLE
iy
coged &) - i
i %W% */

36

M 3x0.5 TAP |TCS7722-7120177

Combinations with plugs: TCP8946

Hole Layout

(Bottom View)




HOSgiDEN 10P Connector (Quick Lock Type)

Unit:mm

TCP8947 Series (D Type)
~N

TCP8947-010105 34
27.3

24.8

13
|
\
o oo©0
Eovvo
] :
5.8
9.95
N
210.8

v S

Arrangement Color: Black, Gray#1, Gray#2

Plugs are equipped with a cable. (Plugs cannot be
sold independently.)

| Combinations with Sockets: TCS7724
\_ J

TCS7724 Series (D Type)
N

TCS7724-7120177 14 13 max.
9.5 SEE 1.3 min.

13.5
o
Oog
2l I
7
o

[lesed s
P ‘
FIiTd e
Arrangement
M 2.6x0.45 TAP | TCS7724-7121177
M 3x0.5TAP |TCS7724-7120177] | Combinations with plugs: TCP8947 —Hole Layout_

(Bottom View) )




13P Connectors (Quick Lock Type)

g

g

Unit:mm
TCP8951,8955 Series
~N
37
30.3
6 4.5
©
©
(7 3 ' S5+
TCP8951-210105 o 73RUT ?%I 8 ted<al - 3 x
i obod/I s
\ )/_ —
Keyway A B 3 5
00 110 012013 00110 012013
Arrangement 60 70 08 09 60 70 08 09
N S0 40 %0 Color: Black, Gray#1, Gray#2
10 20
Model No. | TCP8951-210105 | TCP8955-210105 Plugs are equipped with a cable. (Plugs cannot be sold independently.)
J
TCP8953.8957 Series
12.8 N
: ~
= i
' - | 2
TCP8953-210105 )
o ! S
-] -] <+
oL - | R 8 Q._J 1l
Keyway A B oolC o *wg i N
100110 012013] 14 1 6 3
Arrangement 60 70 08 09 .
* 4100 23 Color: Black, Gray#1, Gray#2
Model No. | TCP8953-210105 | TCP8957-210105 Plugs are equipped with a cable. (Plugs cannot be sold independently.)
J
TCP8959. 8961 Series
~N
12.8
. N N
TCP8959-210105 | 1 .
o
g el sz - -+
Keyway A B T o @ -|® U &
S e
00 110 012013 o110 012013 6 4
Arrangement | (°° 70 © ©° 60 70 08 09 15.6 o5
N 2 4100 23 Color: Black, Gray#1, Gray#2
Model No. | TCP8959-210105 | TCP8961-010105 Plugs are equipped with a cable. (Plugs cannot be sold independently.)
J




13P Socket (Quick Lock Type)

Unit:mm
TCS7729,/7741 Series
~
SEE 14 13 max.
TABLE 7 o 1.3 min.
[Te}
. o | O
(+2]
TCS7729-0121177 |-[r[|r
K 13.6
2.8
Keyway A B
Arrangement
Screw
Model No M 2.6x0.45 TAP | TCS7729-0121177| TCS7741-0921177
" | M3x05TAP |TCS7729-0120177| TCS7741-0920177
TCP8951-210105 | TCP8955-210105 Hole Lavout
Combinations with plugs | TCP8953-210105 | TCP8957-210105 (Bottom View)
TCP8959-210105 | TCP8961-010105
\_ J
TCS7730,/7745 Series
~
41
34.3
13.8 5 6.7
TCS7730-210105 .
— )
| Gl [l [T g
~— ‘: © - Q
Keyway A B \
N [
Arrangement
Model No. | TCS7730-210105 | TCS7745-010100 Color: Black, Gray#1, Gray#2
Corpbinations TCP8951:210105 | TCP89SS-010100 Plugs are equipped with a cable. (Plugs cannot be sold independently.)
with plugs | TCP8953-210105 | TCP8957-210105
\_ J

Specifications (TCP8951 - 8955 - 8953 - 8959 - 8961, TCS7729 - 7741 - 7730 -+ 7745 Series)
Rating
Pin Nos. 1 & 2: 3A 16V DC max.
Pin Nos. 3 - 13: 2A 12V DC max.
Insulation Resistance:
50MQ min. at 250V DC
Dielectric Strength:
250V AC / 1 minute
Contact Resistance:

30mQ max.
Engaging Force:

44N max.
Separating Force:

5.9N to 29N




HOSIDEN

Insulating Caps

g

g

Unit:mm
Minsulating Caps can be used for dust protection and protection of ICs from damage caused by electro-
Tc P9906-01-0100 static discharge from outside of electronic equipment.
~
212
27
7N — T3
Nt g
22.5 9 214
| Combinations with Sockets: TCS7500, TCS7600 Series
\_ J
TCP9907-01-0100
~
212
27
@
5 - o
&Y ¢
22.5 9 2|5
| Combinations with Sockets: TCS7928, TCS7913, TCS7712 Series | )
TCP9910-010100
~
212
27
: s
N 1] =
22.5 9 |2[55
| Combinations with Sockets: TCS6100 Series )
TCP9911-010100
~N
(89}
N\ 7
) Lor—m—)1 :
80
I .1
oi
{ Ay ( C
© ! )T
2 212
Combinations with Sockets: TCS61[]5, TCS6100 Series )




HEModel No. Table

Model No.

TCP6180-0111267
TCP7180
TCP7282-010105
TCP7285-010105
TCP7286-010105
TCP8380
TCP8580
TCP8680
TCP8685
TCP8780
TCP8920
TCP8926
TCP8938
TCP8939-27
TCP8939-29
TCP8942

Page

27
8
10
10
10
8
7
9
9
7
32
32
35
30
31
32

Miniature Circular Connectors

TCP8943
TCP8945
TCP8946-010105
TCP8947-010105
TCP8948-210105
TCP8949-010105
TCP8951-210105
TCP8953-210105
TCP8959-210105
TCP9906-01-0100
TCP9907-01-0100
TCP9910-010100
TCP9911-010100
TCS6180-0110177
TCS6185-011125
TCS6186-0123177
TCS7136-01-201
TCS7185-210105

32
37
38

35
35
40
40

42
42
42
42

28
26
20
24

TCS7187-012177
TCS7282-0121177
TCS7286-0124177
TCS75017
TCS75[18
TCS75[19
TCS7587-0121077
TCS7688-01-201
TCS7689-5120177
TCS7705-0120177
TCS7709-2721887
TCS7709-2921887
TCS7712-0120177
TCS7715-010105
TCS7717-010105
TCS7718-0120177
TCS7721-5120177
TCS7722-7120177

25
25
25

14
14
15
19

36
30
31
34

34
36
37
38

TCS7724-7120177
TCS7726
TCS7727-142010
TCS7729-0121177
TCS7730-210105
TCS7736
TCS7737-2620887
TCS7748-5020177
TCS7888-0110177
TCS7909-18-0100
TCS7910-18-201
TCS7913-01-201
TCS7913-4320177
TCS7926-15-301
TCS7927
TCS7928-0120177
TCS7930-18-401
TCS7931-18-401

TCS7932-14-211
TCS7934-01-201
TCS7935-14-201
TCS7939-1440177
TCS7940-0120177
TCS7943-01-0100
TCS7948-01-201
TCS7949-01-202
TCS7953-14-201
TCS7959-14-201
TCS7963-01-201
TCS7969-14-101
TCS7976-14-201
TPX3784
TPX4115

22
18
21
29
20
23
20
22
18
17
34
17
17
1
1

A CAUTION FOR SAFETY

Please use our products properly based on our
Drawing and Specification.

Printed in Japan 2010. 03
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