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3W REGULAR SERIES

3W MINI SERIES

Features
- Driver for high power LEDs
- Available in constant current or constant voltage
- Universal input ranging from 100V~240V
- Screw terminals at input and output sides, also available in wire leads
- Auto reset thermal protection at 125 Degree Celsius
- UL/TUV/CE approved, complies with RoHS
- Complies with FCC class A standard

Technical Data:

Features
- Waterproof Driver for high power LEDs
- Available in constant current or constant voltage
- Universal input ranging from 100V~240V
- Wire leads at input and output sides
- Auto reset thermal protection at 125 Degree Celsius
- UL/CE approved, complies with RoHS
- Complies with FCC class A standard

Technical Data:

TESTING STANDARDS FOR 3W DRIVER
- Hipot Test: PRI to SEC, 5300Vdc, 5mA, 2sec
- UL 1310, EN61347-1, EN61347-2-2, EN61347-2-12, EN55015, EN61547, EN61000-3-2, EN61000-3-3

Model No.  WH-L03U-350 

Const. Current 350mA 

WH-L03U-700 

Const. Current 700mA 

WH-L03U-1050 

Const. Current 1050mA 

WH-L03U-12V 

Const. Voltage 12V 

Primary (Vac; Hz) 100~240V; 50/60 100~240V; 50/60 100~240V; 50/60 100~240V; 50/60 

O/P Voltage (VDC) 4~12V 6V 4V 12V 

Output Power (VA(W)) 4.2W Max. 4.2W Max. 4.2W Max. 4.2W Max. 

Short Circuit Protection Auto Stop Auto Stop Auto Stop Auto Stop 

Overload Protection YES YES YES YES 

Thermal Protection YES YES YES YES 

Ambient Temp. (Ta - °C) -10~50 -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 75 75 75 75 

Storage Temp. (°C) -40~85 -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus / TUV / CE cRUus / TUV / CE cRUus / TUV / CE cRUus / TUV / CE 

Dimension 43 x 42 x 23 43 x 42 x 23 43 x 42 x 23 43 x 42 x 23 

 

Model No.  WH-L03U-350-S 

Const. Current 350mA 

WH-L03U-700-S 

Const. Current 700mA 

WH-L03U-12V-S 

Const. Current 1050mA 

Primary (Vac; Hz) 100~240V; 50/60 100~240V; 50/60 100~240V; 50/60 

O/P Voltage (VDC) 4~12V 6V 12V 

Output Power (VA(W)) 4.2W Max. 4.2W Max. 4.2W Max. 

Short Circuit Protection Auto Stop Auto Stop Auto Stop 

Overload Protection YES YES YES 

Thermal Protection YES YES YES 

Ambient Temp. (°C) -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 75 75 75 

Storage Temp. (°C) -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus / CE cRUus / CE cRUus / CE 

Dimension 66 x 35 x 27 66 x 35 x 27 66 x 35 x 27 
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7W SERIES

12W PLUG-IN SERIES

Features

- Available in constant current or constant voltage
- Universal input ranging from 100V~240V
- Wire leads at input and output sides
- Auto reset thermal protection at 125 Degree Celsius
- UL/TUV/CE approved, complies with RoHS
- Complies with FCC class A standard

Technical Data:

Features
- Driver for high power LEDs
- Available in constant current or constant voltage
- Universal input ranging from 100V-240V
- Detachable cordset to ease fixture installation
- Auto reset thermal protection at 125 Degree Celsius
- UL/TUV/CE approved, complies with RoHS
- Complies with FCC class A standard

Technical Data:

TESTING STANDARDS FOR 3W, 7W & 12W PLUG-IN:
- Hipot Test: PRI to SEC, 5300Vdc, 5mA, 2sec
- UL 1310, EN61347-1, EN61347-2-2, EN61347-2-12, EN55015, EN61547, EN61000-3-2, EN61000-3-3

- Driver for high power LEDs

Model No.  WH-L07U-350 

Const. Current 350mA 

WH-L07U-700 

Const. Current 700mA 

WH-L07U-1050 

Const. Current 1050mA 

WH-L07U-12V 

Const. Voltage 12V 

Primary (Vac; Hz) 100~240V; 50/60 100~240V; 50/60 100~240V; 50/60 100~240V; 50/60 

O/P Voltage (VDC) 4~24V 4~12V 4~8V 12V 

Output Power (VA(W)) 7W Max. 7W Max. 7W Max. 7W Max. 

Short Circuit Protection Auto Stop Auto Stop Auto Stop Auto Stop 

Overload Protection YES YES YES YES 

Thermal Protection YES YES YES YES 

Ambient Temp. (Ta - °C) -10~50 -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 75 75 75 75 

Storage Temp. (°C) -40~85 -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus / TUV / CE cRUus / TUV / CE cRUus / TUV / CE cRUus / TUV / CE 

Dimension 66 x 35 x 27 66 x 35 x 27 66 x 35 x 27 66 x 35 x 27 

 

Model No. (I/P: 120V) WH-L12U-350-P 

Const. Current 350mA 

WH-L12U-700-P 

Const. Current 700mA 

WH-L12U-1050-P 

Const. Current 1050mA 

WH-L12U-12V-P 

Const. Voltage 12V 

Primary (Vac) 100~240V 100~240V 100~240V 100~240V 

Input Frequency (Hz) 50/60 50/60 50/60 50/60 

O/P Voltage (VDC) 4~40V 4~20V 4~13.3V 12V 

Output Power (VA(W)) 12W Max. 12W Max. 12W Max. 12W Max. 

Short Circuit Protection YES YES YES YES 

Overload Protection YES YES YES YES 

Thermal Protection YES YES YES YES 

Ambient Temp. (Ta - °C) -10~50 -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 90/75 90/75 90/75 90/75 

Storage Temp. (°C) -40~85 -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cULus or TUV / CE cULus or TUV / CE cULus or TUV / CE cULus or TUV / CE 

Dimension 103 x 38 x 27 103 x 38 x 27 103 x 38 x 27 103 x 38 x 27 
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12W SERIES

24W SERIES

Features

- North American version comes with wire leads and
  European version comes with terminal blocks
- Casings are available in black or white color
- Short circuit and overload protected
- UL Class 2 approved or TUV/CE approved, complies with RoHS
- Complies with FCC class A or EMC standards

Technical Data:

Features
- High power factor LED Drivers
- North American version comes with wire leads and 
  European version comes with terminal blocks
- Casings are available in black or white color
- Short circuit and overload protected
- Auto reset thermal protection at 125 Degree Celsius
- UL Class 2 approved or TUV/CE approved, complies with RoHS
- Complies with FCC class A or EMC standards

Technical Data:

- High power factor LED Drivers

Model No. (I/P: 120V) 

Model No. (I/P: 230~240V) 

WH-L241-700 

WH-L242-700 

Const. Current 700mA 

WH-L241-1050 

WH-L242-1050 

Const. Current 1050mA 

WH-L241-12V 

WH-L242-12V 

Const. Current 12V 

Primary (Vac) 120/230~240V 120/230~240V 120/230~240V 

Input Frequency (Hz) 60/50 60/50 60/50 

O/P Voltage (VDC) 4~40V 4~32V 12V 

Output Power (VA(W)) 24W Max. 24W Max. 24W Max. 

Short Circuit Protection YES YES YES 

Overload Protection YES YES YES 

Thermal Protection YES YES YES 

Ambient Temp. (°C) -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 90/75 90/75 90/75 

Storage Temp. (°C) -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus or TUV / CE cRUus or TUV / CE cRUus or TUV / CE 

Dimension (USA) 

Dimension (EUR) 

137 x 42 x 29 

170 x 42 x 33 

137 x 42 x 29 

170 x 42 x 33 

137 x 42 x 29 

170 x 42 x 33 

 

Model No. (I/P: 120V) 

Model No. (I/P: 230V) 

WH-L121-350 

WH-L122-350 

Const. Current 350mA 

WH-L121-700 

WH-L122-700 

Const. Current 700mA 

WH-L121-1050 

WH-L122-1050 

Const. Current 1050mA 

WH-L121-12V 

WH-L122-12V 

Const. Current 12V 

Primary (Vac) 120/230~240V 120/230~240V 120/230~240V 120/230~240V 

Input Frequency (Hz) 50/60 50/60 50/60 50/60 

O/P Voltage (VDC) 4~40V 4~24V 4~16V 12V 

Output Power (VA(W)) 12W Max. 12W Max. 12W Max. 12W Max. 

Short Circuit Protection YES YES YES YES 

Overload Protection YES YES YES YES 

Thermal Protection YES YES YES YES 

Ambient Temp. (Ta - °C) -10~50 -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 90/75 90/75 90/75 90/75 

Storage Temp. (°C) -40~85 -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus or TUV / CE cRUus or TUV / CE cRUus or TUV / CE cRUus or TUV / CE 

Dimension (USA) 

Dimension (EUR) 

103 x 38 x 27 

135 x 39 x 31 

103 x 38 x 27 

135 x 39 x 31 

103 x 38 x 27 

135 x 39 x 31 

103 x 38 x 27 

135 x 39 x 31 

 

TESTING STANDARD FOR 12W & 24W:
- Hipot Test: PRI to SEC, 5300Vdc, 5mA, 2wec
- UL 1310
- EN61347-1, EN61347-2-2, EN61347-2-12, EN55015,
  EN61547, EN61000-3-2, EN61000-3-3
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100W SERIES

20W/35W/70W SERIES

Features

- Dimmable with 0~10V dimming device
- NEMA approved casing
- Short circuit and overload protected
- UL approved, complies with RoHS
- Complies with FCC class A or EMC standards

Technical Data:

TEST STANDARD FOR 100W
- Hipot Test: PRI to SEC, 5300Vdc, 5mA, 2sec; UL 1310
- EN61347-1, EN61347-2-2, EN61347-2-12, EN55015, EN61547, EN61000-3-2, EN61000-3-3

Features
- Compact and light weight
- Excellent line regulations under: ±10% change in line voltage
- Constant power
- Excellent line regulations
- Visual flicker reduction, lincreases lamp life
- High reliability - resets by turning off line power
- Energy savings up to 10% vs. Magnetic
- Eliminates long term lamp cycling
- Thermal and transient protection
- Lamp current crest factor: 1.2 typical

Technical Data:

TEST STANDARD:
- Hipot Test: PRI to SEC (120V): 1250Vac, 5mA, 2sec, PRI to SEC (230V); 5300Vdc, 5mA, 2sec; UL: 1029

- High power factor LED Drivers, suitable for damp location use

Model No. (I/P: 120V) 

Model No. (I/P: 230~240V) 

WH-L1001-350-4D 

WH-L1002-350-4D 

Const. Current 350mA 

WH-L1001-700-4D 

WH-L1002-700-4D 

Const. Current 700mA 

WH-L1001-1050-4D 

WH-L1002-1050-4D 

Const. Current 1050mA 

WH-L1001-12V-4D 

WH-L1002-12V-4D 

Const. Current 12V 

Primary (Vac) 120 120/230~240V 120/230~240V 120/230~240V 

Input Frequency (Hz) 60/50 60/50 60/50 60/50 

O/P Voltage (VDC) 9~40V 9~36V 9~24V 12V 

Output Power (VA(W)) 60W Max. 100W Max. 100W Max. 100W Max. 

Short Circuit Protection YES YES YES YES 

Overload Protection YES YES YES YES 

Thermal Protection YES YES YES YES 

Ambient Temp. (°C) -10~50 -10~50 -10~50 -10~50 

Max. Casing Temp. (Tc - °C) 90/75 90/75 90/75 90/75 

Storage Temp. (°C) -40~85 -40~85 -40~85 -40~85 

Operating Humidity 0~95% 0~95% 0~95% 0~95% 

Storage Humidity 0~98% R.H. 0~98% R.H. 0~98% R.H. 0~98% R.H. 

Approval cRUus or TUV / CE cRUus or TUV / CE cRUus or TUV / CE cRUus or TUV / CE 

Dimension  285 x 43 x 28 285 x 43 x 28 285 x 43 x 28 285 x 43 x 28 

 

Model No.  WH-H201 WH-H202 WH-H351 WH-H352 WH-H70U-L WH-H70U-S 

Primary (Vac; 50/60Hz) 120 230-240 120 230-240 120-277 120-240 

Line Current 0.6A 0.6A 0.6A 0.6A 0.68 0.68 

Power Factor >0.4 >0.4 >0.4 >0.4 >0.95 >0.95 

Open Lamp Protection YES YES YES YES YES YES 

Thermal Protection YES YES YES YES YES YES 

Transient Protection YES YES YES YES YES YES 

Max. Temp. At Tc (Ta - °C) 85 85 85 85 85 85 

Min. Starting Temp. (Tc - °C) -30 -30 -30 -30 -30 -30 

Harmonic Distortion <15% <15% <15% <15% <15% <15% 

Approval cULus CE cULus CE cULus/CE cULus/CE 

Dimension (LxWxH) mm 100 x 43 x 26 100 x 43 x 26 100 x 43 x 26 100 x 43 x 26 185 x 43 x 30 95 x 73 x 31 
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