@ Resistors n!le

B Rectangular Chip Temperature-sensitive Resistors

Type ! Rated dissipation | Maximurmn working Resistor temperature Resistance ‘ Resistance Operating ambient Reference
(70 C) voltage (V) coefficient(ppm/ C} tolerance | range temperature{ C) | Catalog
' 5.1k€2, 10k€2
MTSR18 1/20W (0.05W) 50 +1500+ 150 J (£5%) One of the above 55- 125 No 3120A
Dimensions (Unit: mm)
oL
d‘ﬂr - L‘, Type L W ‘ t a
i MTSR18 3104010 [ 18500 | 0550 | 0454020
w
[— T
B Trimmable Chip Resistors
Type Rated dissipation | Maximum working Temperature Resistance Resistance " Operating ambient | Reference
(70°C) voltage (V) coefficient (ppm/ C) tolerance range temperature { C) Catalog
| McLis - 1/8W(Q.125W) 00 250 M (£ 22%) 100 €2 - 330k (2 55 125 Mo 31704
MCL25 1/4W (0.25W) 100 + 250 M (£ 22%) 100 €2 -~ 330k Q 55 125 i )
Dimensions (Unit; mm)
Type L w X Y b
MCL18 310+010] 15551 [120£010] 08401 055:01010454020
MCL25 310:2010]260+020(120x0101 1801 ~055:010: 0454020
X ¥ Tomming area
B Leadless Metal Film Fixed Resistors (JIS Standard: JIS C 5213)
Type Rated dissipation Maximum working i Resistance Resistance . Operating ambient [ Reference
(70°C) voltage (V) tolerance range | temperature ( C) Catalog
LLM10 1/8W (0.125W) 150 F(£1%) 1062 - 330kQ2 | -55 - 155 No 3311k
Note Temperature coetficient :s +50 ppmy C (Y class)
Dimensions (Unit: mm)
hy Type L D D ton b
t LLM10 350+0.1 1.4+01 1.55 Max 05 1.1 7 0.10 Max
N O Marking
— - - LF-I The resistance value is indicated using a 4-color color
C o) code.
@ Leadless, Carbon Film Fixed Resistors (JIS Standard: JIS C 5212)
Type ©Rated dissipation Maximum working Resistance ! Resistance Operating amtent Reference
i : (70°C) voltage (V) tolerance range temperature { C) Catalog
I 1 % -
[ LR T 0125w 150 5% 162 1M
LLR10 # 200 J (£5%) WM 55 - 155 No. 3120A
' 5% 7
LLR25 14w 0.25W) | 300 J (£5%) 162+ 3 3M
\ G (+2%) 100 ~ 1MQ
Note: All of the three types above are available with zero-ohm resistance (less than 50m €2')
Dimensions (Unit: mm)
. Type L D D> [ ty, tp h
. LLRO6 | 203% [125:005 135Max. ; 03-07 | 0.10Max
r[[l]m © LLR10 [350%01 |14 01 | 155Max | 05-1.1 | 0.10Max
LLR25 59 02 :22 0.1 T235Max 06~15 | 0.15Max
i, "E?* ! D B ’
— = Marking

The resistance value is indicated using a 3-color color
code. (except for 0-ohm resistors)
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