A NELTA

SPECIFICATION FOR APPROVAL

CUSTOMER PART NO.: REV.: D

DELTA PART NO.: RLUE1260—-KI1—-R
PART NAME: Lan filter in connector

COMPLIANT
1. MECHANICAL DIMENSIONS
Green LED Yellow LED
A
| | UNIT : mm / inch
A = 1880 / 0.740
B = 3050 / 1.201
Rits, C =273/ 1.075
= D =254 / 0.100
E = 254 / 0100
. F= 2857 0102
- G = 10.92"/ 0.430
Bl H = 1268 / 0.499
[ = 1532 / 603
J =18.15 / 0.715
- $0.4[0.016]
2 Tolerance: +0.254 / +0.010
3, 16.00 [0.630]
USB 1 P0S.1 { —
USB 2 POS.1 = g
i} i*s;:s“j i“l:i‘;:lu —] T
[ [© °_° - MARKING SURFACE
E [ I I
* This specification is the proprietary of Delta Electronicg, Inc. 1 OF 4

* This specification is only for preliminary review. If formal specification is required,
please contact with our local Sales office or Rep.




A NELTA

SPECIFICATION FOR APPROVAL

CUSTOMER PART NO.: REV.: D

DELTA PART NO.: RLUE1260—-KI1—-R
PART NAME: Lan filter in connector

COMPLIANT

2—1. LABEL
Remark:
1. RLUE*##*—* *
— A B CD
=) = LABEL(18.00x15.00mm) A RLU=RJ+USR
S g g (0709059Tinch) RLUE=For RoHS compliant
2 = = B: Circult type ,
< o See circuit schematics
— C: Mechanical & constructions types
D: Led configuration

2-2. RECOMMENDED P.C.B LAYOUT [COMPONENT SIDE VIEW]:
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Plug—in side
UNIT: mm / inch
TOLERANCE: +0.10 / 0.004
REFERENCE ONLY |
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3. CIRCUIT SCHEMATIC:
INPUT OUTPUT
1:1
10 o—— 1
19000 %g 4
9 oLy ——A——
NI 2 0y 75 75 )
OHM 0HM
11 o—— 2
2o @ 3
SESEYY 7
18 o——— gy +—A—
NI 2 0y 75 75 8
OHM 0HM
3 o0—n— | 6
1000pF -
2kV
jSHIELD
Green
20
100 OHM
19
100 OHM
22
e
N Yellow
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4. ELECTRICAL CHARACTERISTICS (TEMP: 25°C, HUM: 65% RH):

4—1.INSERTION LOSS:
1-65MHZ  ~1.0dB MAX.

4-2 RETURN LOSS:

| —30MHZ —20dB MIN. LOAD 100 OHM

30-60MHZ  —(19-20 LogL (f/30MHz))dB MIN. LOAD 100 OHM
80MHZ fIBdB MIN. LOAD 100 OHM

4-3.CROSS TALK:
I ~65MHZ  —35dB MIN.

4-4.CMRR:
30-100MHZ  —30dB MIN.
100-130MHZ  —20dB MIN.

4-5.IS0LATION @60HZ
INPUT TO OUTPUT 1500Vrms 60Sec

4-6.PRIMARY INDUCTANCE:
@100KHZ, 0.1Vrms, 8mA DC BIAS 400uH MIN.

* This specification is the proprietary of Delta Electronicg, Inc. 4 OF 4

* This specification is only for preliminary review. If formal specification is required,
please contact with our local Sales office or Rep.




	RLUE1260-K1-R RevD apr9.2007.PDF
	1.PDF
	2.PDF
	3.PDF



