TRTEP13S-U178B012
Centillium CopperFlite CO CT-L50SC04

Corresponding to EN60950 Supplementary Insulaion for 250V WorkingV oltage
2.5mm cregpage disgance , 2.0mm clearance digance

Mechanical
Y
10 — 1 ¢ oy
0 ® 2 5|3 g &
8 7 — 3 S x 5| w i
7 i z 4 SE Yy 2
6 5 7y
| 127 max. |
gl - 17.0+0.5
o'"_
'Y
(=}
T Y
A
(0.3)
_><_
Electrical Specifications @25degreesC Schematics
1. Inductance 1-5(tied4-2)  :484uH + 5% at 10KHz, 0.1V
2. Leakage Inductance O—ene W
1-5(tied4-2,10-7-9-6) : 5.0 uH max at 100KHz , 0.1V Npl Ns1
3.DCR @ @
1-5(tied 4-2) :0.610 W+ 15% @ ®
10-6(tied 7-9) £ 0.260 W 15% npz2 ||| || N2
4. TurnsRatio 1-5 : 10-6 :1.8:1.0 G ®
5. Interwinding Capacitance : 25.0 pF max at 100KHz , 0.1V Line Chip

6. Didlectric Withstanding  : AC1,500Vrms 1minute
7. Total Harmonic Distortion : -80dB min. at 100KHz , 15Vp-p, Pri
8. Longitudinal Ballance :-60dB min. at 100KHz , 0.1Vrms

(Np1+Np2) : (Ns1+Ns2) = 1.8 : 1.0






