SILICON NPN EPITAXIAL TYPE TBC 8 46 ~ 84 8

PRIMARILY INTENDED FOR USE IN DRIVER STAGE OF

AUDIO AMPLIFIERS. Unit in mm
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MAXIMUM RATINGS (Ta=25°C) ?
CHARACTERISTIC SYMBOL RATING | UNIT L EMITTER
TBC846 ' 80 : BASE
Collector-Base - COLLECTOR
Breakdown Voltage TBC847 V(BR)CBO 50 v JEDEC -
TBC846 65 TOSHIBA 2-3F1A
Collector—-Emitter TBC847  |V(BR)CEO 45 v Weight : 0.012g

Breakdown Voltage

TBC848 3C
TBCB46
Emitter-Base :
1Breakdown Voltage TBC847 V(BR)EBO 6 v
TBC848 5
Collector Current DC Ic 100 mA
Peak Icp 200
Base Current (Peak) Igp 200 mA
Collector Power Dissipation Pc 150 mW
Junction Temperature Tj 125 °C

Storage Temperature Range Tstg ~55~125 °C




TBC846~848

ELECTRICAL CHARACTERISTICS (Ta=25°C)

CHARACTERISTIC SYMBOL TEST CONDITION MIN.| TYP.| MAX.}UNIT
Collector Cut-off Current ICcBO Vep=30v, Ig=0 - - 15 nA
TBC846 v V. Tr=0 1
Emitter Cut-off EBTOV, iC= N -
BC8
Current TBC847 TEBO KA
TBC848 VER=5V, Ic=0 - - 1
TBC846 65 - -
Collector-Emitter o _ _
Breakdown Voltage TBC847 |V(BR)CEQ |Ic=1mA, Ip=0 45 - \Y
TBC848 30 - -
TBC846 n 110 - 450
DC Current Gain TBC847 FE VeE=5Y, IC=2mA
(Note) 110 - 800
TBC848
Small Signal Current Gain hfe Ver=5bV, Ic=2mA, f=1kHz 120 - 900
Veg=5V, Ic=2mA 580 660 700
Base-Emitter Voltage VBE mV
' Veg=5V, Ic=10mA - - 770
Collector-Emitter Ic=10mA, Ip=0.5mA - - 250
Saturation Voltage VCE(sat) my
Ic=100mA, Ip=5mA - - 600
Dase~Emitter VBE(sat) Ic=10mA, Ip=0.5mA - 720 B v
: sat T
Saturation Voltage Ic=100mA, IB=5mA - 900 _
Ic=10mA, Ip=Value,
Knee Voltage VCEK for Which - 400 600 | mV
Ic=11lmA, at VCg=1V
Transition Frequency fr Vcg=5V, Ic=10mA - 300 - |MHz
Collector Output Capacitance Cob Vcp=10v, f=1MH=z - 3.5 4.5 pF
' VoE=5V, Ic=0.2mA
Noise Figure NF CE=2Y, 1€ - 2 - dB
f=1kHz, Rg=2kQ
Note: hyg Classification A.: 110~220
' B : 200~450
C : 420~800
MARKING ex. TBC846-~A
A B C
- 1
-] TBC846 1A 1B
O] A TBC847 1E 1F 1G
TBC848 13 1K 1L






