
 

  

A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 SIGNAL TRANSMISSION - APPLICATIONS  
 
For terminals  
(Telephones, fax machines, PC cards, PCMCIA cards, video telephones) 
 
• S0 interface transformers 
• S0 interface modules 
• UP0 interface transformers  
• UPN interface transformers 
• Interface transformers in general  
• DSL transformers 
• LAN components / 10, 100, 1.000  Base T transformers and modules 
 
 
For public branch exchanges 
 
• Interface transformers in general  
• S2M interface transformers 
• UK0 interface modules 
• DSL transformers  
 
 
For the NTBA 
(Network Termination Basic Access) 
 
• S0 interface transformers 
• S0 interface modules  
• UK0 interface modules  
• Transformers for DC/DC converters  
 
 
For private branch exchanges (PABX) 
 
• S0 interface transformers 
• S0 interface modules  
• UP0 interface transformers  
• UPN interface transformers  
• UK0 interface transformers 
• Interface transformers in general 
• Transformers for DC/DC converters 
• LAN components / 10, 100, 1.000  Base T transformers and modules 
•  
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type K2  503 02 XXX XX 
 
• Design:  according to ITU-I.430  
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 
 

Type K5  503 05 XXX XX 
 
• Design:  according to ITU-I.430  
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 
Applications 
 
• Data – and signal line chokes 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type K10  503 10 XXX XX 

 
• Design:  according to ITU-I.430 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 

 
Type K20  503 20 XXX XX  
 
• Design:  according to ITU-I.430 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 
Applications 
 
• Data – and signal line chokes 
• So – interface transformers 
• Line – transformers 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type K21  543 21 XXX XX  
 
• Design:  according to ITU-T G.703 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 
 
 
 
 
 
 
 
 

 
Type K74  503 74 XXX XX  
 
• Design:  according to ITU-I.430 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
Applications 
 
• Data – and signal line chokes 
• So – interface transformers 
• Line - transformers 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type  S016  (RM 1.27 mm)  503 16 XXX XX  
 
• Design:  according to ITU-T G.703  
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions  

 
 
 
 
 
Type S016 (RM 2.54 mm)  503 16 XXX XX  
 
• Design:  according to ITU-I.430 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950  
 
Mechanical dimensions 

 
 
 
 
 
 
 
 

 
 

 
Applications 
 
• 10, 100, 1.000  Base T modules 
• Data – and signal line modules 
• So – interface modules 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type S020  503 20 XXX XX  
 
 
• Design:  according to ITU-I.430 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950  
 
Mechanical dimensions  
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type S032  503 32 XXX XX 
 
• Design:  according to ITU-T G.703 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
•  
Mechanical dimensions  

 
 
Type S040  513 40 XXX XX 
 
• Design:  according to ITU-T G.703 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
Applications 
 
• 10, 100, 1.000 Base T modules 
• Data – and signal line modules 
• So – interface modules 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

A5.2 INTERFACE TRANSFORMER 
 
Type EP13  SMD  504 13 XXX XX  
 
• Design:  according to ITU-T G.691 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 

 
 
 
 
 
 
 
 
 
 

 
 
Type EP13 THD  540 13 XXX XX 
 
• Design:  according to ITU-T G.691 
• Climate category: according to IEC 68-1 25/85/56 
• Dielectric strength: according to EN-60950 
 
Mechanical dimensions 

 
 

Applications 
 
• DSL Transformers 
• DSL Filter Coils 
• Transformers for DC/DC Converters 
• Interface Transformers 
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A  INDUCTIVE COMPONENTS 
A5 SIGNAL TRANSMISSION 

 

A5.2 INTERFACE TRANSFORMER 
 
 

Design  EF12/6  505 03 XXX XX 
 
 
• Climate category: in accordance with IEC 68-1 25/85/56 
• Dielectric strength: in accordance with EN-60950 
 
Mechanical dimensions  

 

 
 

Applications 
 
• Line Transformers 
• Interface Transformers 
• Upn Transformers 
• Transformers for DC/DC Converters 
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