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Faaturas

» DAP [Flat and high are SIP versians,
* For use In measuring and oomral Sysiems.

» Direct call controd with TTL-signais.

* IC pin compatible.

= Loy EPETHUHI; ralses ard [ow thermoaleciric Hﬁtil}';".
» Ultrasonk: cleanablk,

» High Wibratlon and shock rasistanca,

Contact Data @ 25°C

Typa of Ralay DIP Waersion SIP Varsion
Type of Contasts SP5T, 1| Forrmm A JSPOT, 1 Form ©| SPST, | Fom A
DFST, 2 Form &

Max. Switch. Current 0.64 0.254 054
Max. Continows Currant 14 1.2 14

[ W, Swnitoh. Voltaga
& nominal voltags
SVDC 1BOVDIC MAC 178VDC 1BOVOCANAC
12-MNVDC 2000VDIC AT 20OVOCNAC
Max. Switch. Capacity
WoC 10 kL 10
WAC T0WA kLT 0%
Expeated Maoh. Life § Milion Ops. | 4 Milion Ops. | 5 Millon $ps.
Imitial Contact Rasist. 150ma & 10Ma'20mY

Initial Dielectric Stremgth
Batween Form A Contacts: ZEOVDC [12V-24V colls), 210V EC (5 calls).

Farm ¢ Contacts: 200WDC,
Batweaen Coll and Contacts: 1,500VDC,

Initial Insulation Resistance
Babween Mutually Insulated Conducters: 1017 chms & S00VDC.

Coil Data @ 25°C

Nominal Voltage: 5 to 24VD0C,
Nominal Posver: 80 - 286miA.
Maximum Coll Power:
Temperature Rise:

Duty Cycle:

V231 UD-\M series

Dual In-line Package and Single In-line

Package Dry Reed Relays

Coll Data @ 207G
Nominal Resiztanos Dparatin
Voltage 100 Vaoltags i}
(VD) {Ohms) Min) | (Max)
DIP and SIP Version: SP5T - 1 Form &
5 500 35 22
12 1.000 EA 13
15 2,000 10.5 44
4 2,000 6B 44
P Version: DPST - 2 Farm &
5 200 15 14
12 500 Bd 25
15 2,000 0.5 47
4 2,000 1E.E 47
DIP Varsion: SPOT -1 Form G
5 200 5 13 {14.8)*
12 500 B4 22 (23.6)*
15 2,000 0.5 44 {49.09°
24 2,000 16.B 44 {49.00°
*Waluss in brackoes rafor bo igh relay varsion waih proiecive dicdo.
Operate Data @ 20°C
Must Operate Voltage: 705 of nominal wiitage.
Kust Release 1l|'D|H.QE: 15%& af nominal 'l'l:ltﬂl;!'.
Typa of Relay DMP Version SIP Version
Type of Contacts SP5T. 1 Form & | 3PDT. 1 Form € |SPST. | Form A&
DPST, 2 Form &
Dperata Time 0.5m= 0.7ms 0.Bms=
{Including Bounos)
Rzleass Tima 0.2m= 1.0ms 0Zm=
f{Including Bounos)

dperate Bounce:
Release Bounce:

Environmental Data
Temperature Range: -20°C 1o +70°C,
WVibration, Gparational:

Shock, Operational:

Shock, Mon-destructive:

Mechanical Data
Termination:
Enclosure;

Welght:
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Ordering Information

Typical Part Number & V23100-V4 3 24
1. Basic Serles:
VZ3100-V4 = DIL and SIP reed relay.
2. Warslion:
DIF flat package: 0 = 1 Farm A contacts. 3 = 1 Form C standard and 1 Form ©

with edecioetatical shisld.
C4P high package: 3 = 2 Farm A contacks and 1 Farm C wkh diade ar elecrastatical shield and diode.

SIP package: 5

7. Coll Voltage:
6 = VDT 12 = 12V0C 15 = 15V0C 24 = 24VDC
4. Contact ...I'TB.FIQEFHEHT:
A = 1 Farm A ok for iigh DR, B = 2 Form a (high DIP only). € = 1 Form © {not far SIF).
5
000 - standard. D01 - with electroststical shisld 010 - withdiode. 011 - wikh elecirostatical shield and dogs.,

011

Stock Hemrs - The following Items are normally malntalned in stock for Immedlate delhvery.

V237000 4005ADI] VZIT00V 45058000
V237000401 ZADDD VZIT00V 45T 78000
V237000402 4A000 V2100V 45248000
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Wiring Diagrams (Bottom Views)

DIP Version (Flat)

SPST-1 Form A
standard

SPST-1 Form A
w/electrostatic Shield

DIP Version (High)

DPST-2 Form A
standard

SIP Version

SPST-1 Form A
standard

SPST-1 Form A
w/diode

SPST-1 Form A
w/electrostatic shield and diode

SPDT-1 Form C DPST-2 Form A
w/diode w/diode

SPST-1 Form A
w/diode

SPDT-1 Form C
standard

SPDT-1 Form C
w/electrostatic shield

SPDT-1 Form C
w/electrostatic shield and diode

PC Board Layouts (Bottom Views)

DIP Version (Flat)
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DIP Version (High)
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Tyco Electronics Corporation - P&B, Winston-Salem, NC 27102
Technical Support Center: 1-800-522-6752, www.pandbrelays.com
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Specifications and availability subject to change without notice.
Printed in U.S.A.
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